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INTRODOCTION 

The Ontario Ministry of the Environment holds its annual 
Technology Transfer Conference to report and publicize the 
progress made on Ministry-funded environmental and health- 
related research projects. These studies are carried out in 
Ontario universities and by private research organizations. 

This booklet presents the abstracts of the papers 
presented at Technology Transfer Conference/ held in 
December 1986. The abstracts are divided into five sections, 
corresponding to the conference sessions, dealing with air 
quality research, water quality research, liquid and solid 
waste research, analytical methods and instrument develop- 
ment as well as environmental economics. 

For further information on any of the projects, the 
reader is kindly referred to the Conference Proceedings, 
(ISSN 0-825-4591), or to the principal investigators. 
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Goal Statement 

"To achieve and maintain a quality of the 
environment - including air, water and land - 
that will protect human health and the ecosystem 
and will contribute to the well-being of the 
people of Ontario." 
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The views and ideas expressed in these papers 
are those of the authors and do not necessarily 
reflect the views and policies of the Ministry of 
the Environment, nor does mention of trade names 
or commercial products constitute endorsement or 
recommendation for use. 
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INTRODUCTION ii 



KEYNOTE PAPERS 



I CRUCIAL ISSUES IN ENVIRONMENTAL TOXICOLOGY 
G. Plaa: Vice-Dean of Medical Research and 
Graduate Studies, University of Montreal, 
Quebec, Canada. 

II SOME INTERNATIONAL DEVELOPMENT IN ENVIRONMENTAL 
ASPECTS OF INDUSTRIAL AND TECHNOLOGICAL 
ACTIVITIES 

F. Roots: Science Advisor, Environment Canada, 
Ottawa, Ontario, Canada. 

III THE US-EPA PROGRAM TO EVALUATE THE EFFECTS 

OF TOXIC CHEMICALS 

J. Falko: Director, Office of Environmental 
Processes and Effects Research, US-EPA, 
Washington, D.C., U.S.A. 



SESSION At AIR QUALITY RESEARCH : 



FEATURE PAPERS 

A AN OVERVIEW OF ALBERTA ENVIRONMENT'S DEPOSITION 
RESEARCH PROGRAM 

H.P. Sims: Director, Alberta Environment's 
Research Management Division, Alberta, Canada. 

B MULTIMEDIA ANALYSIS AND ASSESSMENT OF 

ENVIRONMENTAL TOXIC AND CARCINOGENIC SUBSTANCES 
R. Harkov: Office of Science and Research, 
New Jersey Dept. of Environmental Protection, 
New Jersey, U.S.A. 



SESSION PAPERS 

THE RAPID SCREENING OF MUNICIPAL REFUSE 
INCINERATOR FLYASH AND STACK GAS FOR PCDD/ 
PCDF USING A TRANSPORTABLE TANDEM MASS 
SPECTROMETER (GC/MS/MS ) SYSTEM 

B. Shushan 1 , A. Ngo 1 , V. Ozvacic 2 , G. Wong 2 , 
G. DeBrou 2 , B. Bobbie 2 , R. Clement 2 , 
S. Thorndyke 3 and B. Chittum 4 . 1-SCIEX, 
2-Environment Ontario, 3-ORF, 4-Willington 
Consultants . 
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2 RETROSPECTIVE CORRELATION SPECTROSCOPY 

AND ITS APPLICATION TO ATMOSPHERIC MONITORING 10 

R.W. Nicholls, M. Amani, M. Mandelman and 

W. Morrow, York University, Toronto, Ontario. 

3 MEASUREMENT OF ATMOSPHERIC CONSTITUENTS BY 

TUNABLE DIODE LASER ABSORPTION SPECTROMETRY 11 

H.I. Schiff, York University, Toronto, Ontario. 

4 UPTAKE, DISTRIBUTION AND CLEARANCE 
OF SOLUBLE AEROSOLS IN THE HUMAN 

RESPIRATORY SYSTEM 12 

W.J. Megaw 1 and J.F. Hicks 2 . 1-York University, 
Toronto, and 2-Environment Ontario. 

5 EXPERIMENTALLY DETERMINED MUTATION 
RATES IN LUNG AS AN AIR QUALITY 

STANDARD 13 

J. Heddle, A. Bouch, C. Couch, H. Kaul, 
J. Gingerich and K. Jain, York University, 
Toronto , Ontario . 

6 THE HAMILTON STUDY: EFFECTS OF FINE 
PARTICLES ON THE RESPIRATORY HEALTH 

OF SCHOOL CHILDREN 14 

L.D. Pengelly, A. Kerigan, C. Goldsmith, 

W. Furlong and S. Toplack, McMaster University, 

Hamilton, Ontario. 

7 BIOLOGICAL MONITORING OF ENVIRONMENTAL 

GENOTOZICITY 15 

M. Petras, J. Norsworthy, M. Vrzoc, and K. Hill, 
University of Windsor, Windsor, Ontario. 

8 FIELD AND LABORATORY VALIDATION 

OF A HIGH-VOL DENUDER FOR MINIMIZING 

PAH OXIDANT REACTIONS 16 

C.S. Davies 1 , S. Guerin 1 , J. Marr 2 and 

M. Quilliam 2 . 1 -Concord Scientific Corp., 

2-McMaster University, Ontario. 

9 A PARTICLE-SIZE SPECIFIC ELEMENTAL 
MASS BALANCE FOR APPORTIONMENT OF 
AMBIENT AEROSOL SAMPLED WITH 

MULTISTAGE FRACTIONATORS 17 

R.E. Jervis and T. Pringle, University of Toronto, 
Toronto, Ontario. 

45 MUTAGENICITY OF COMPLEX MIXTURES 

OF PAHS' IN AMBIENT AIR PARTICULATE 

MATTER 18 

A.S. Raj and M. Katz, York University, Toronto, 
Ontario. 
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46 DOSE - RESPONSE STUDIES OF GASEOUS POLLUTANTS 

OF FOOD CROPS 20 

D.P. Ormrod and J. Petite, University of Guelph, 
Guelph, Ontario. 

47 PRODUCTION OF OZONE INSENSITIVE WHITE BEAN 

VARIETIES 21 

T.E. Michaels, University of Guelph, Guelph, 
Ontario. 

48 NICKEL CARBONTL AMBIENT MONITOR 22 

D.R. Hastie and H.I. Schiff, York University, 
Toronto, Ontario. 

49 ELEMENTAL COMPOSITION OF AIR PARTICULATES 

INSIDE AND OUTSIDE A BUILDING 23 

P. Harvey, J.D. McArthur and G. Palmer, 
Queen's University, Toronto, Ontario. 

50 STUDY OF THE THERMAL REACTIONS OF PCDD ON 

FLYASH PARTICLES UNDER INCINERATOR CONDITIONS 24 

L.C. Dickson and F.w. Karasek, University of 
Waterloo, Waterloo, Ontario. 

51 CONTINUOUS EMISSION MONITORING FOR TOTAL 

HYDROCARBON AT SEWAGE SLUDGE INCINERATORS 25 

J. Kosch, AMKO Systems Inc., Thornhill, Ontario. 

52 STUDY OF THE SPATIAL DISTRIBUTION OF THE 

IMPACT OF SUDBURY SMELTING EMISSIONS 26 

E.A. McBean, J. Byrne, J. Donald and G. Farquhar, 
University of Waterloo, Waterloo, Ontario. 

53 CHARACTERIZATION OF BUILDING WAKE EFFECTS AT 
DARLINGTON NUCLEAR GENERATING STATION USING 

SULPHUR HEXAFLUORIDE AS A TRACER 27 

G. Ogram 1 , H. Sahota 2 and P.K. Misra 2 . 
1 -Ontario Hydro, 2-Environment Ontario. 



SESSION B: WATER QUALITY RESEARCH 



FEATURE PAPERS 



A PREDICTIVE MODELS IN HAZARD ASSESSMENT OF 

GREAT LAKES CONTAMINANTS OF FISH 29 

Dora R. May Passino: U.S. Fish and Wildlife 
Service, National Fisheries Centre - Great Lakes, 
Ann Arbor, Michigan, U.S.A. 
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CONTROL OF TOXIC TRACE CONTAMINANTS IN 

MUNICIPAL WASTE WATER TREATMENT PLANTS 30 

Henryk Melcer: Biological Processes Section, 
Wastewater Technology Centre, Canada Centre 
for Inland Waters, Environment Canada, Burlington, 
Ontario, Canada. 
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10 TRACE ORGANIC CONTAMINANT REMOVAL FROM 

DRINKING WATER 31 

J. Hilton, MacLaren Plansearch Inc., Toronto, 
Ontario. 

11 THE ROLE OF ORGANIC CARBON IN CONTROLLING THE 

OCCURRENCE OF DENITRIFICATION IN GROUNDWATER 32 

R.C. Starr and R.W. Gillham, University of 

Waterloo, Waterloo, Ontario. 

12 REPRODUCTIVE OUTCOMES IN SOUTHWESTERN 

ONTARIO, 1980 TO 1985 33 

J. McD. Robertson, H. Chan and I. Fyfe, University 
of Western Ontario, London, Ontario. 

13 ORGANIC CONTAMINANT STRUCTURE - PROPERTY - 

TOXICITY RELATIONSHIPS FOR AQUATIC ORGANISMS 34 

S. Abernethy and D. Mackay, University of 
Toronto, Toronto, Ontario. 

14 EFFECT OF LEAD, CADMIUM AND MERCURY ON 
THE TISSUE OF YOUNG FISH AND RATSx 

DEVELOPMENT OF BIOINDICATOR 35 

D.M. Nicholls, R. Angelow, K. Tiechert-Kuliszewska 
and G. Girgis, York Univesity, Toronto, Ontario. 

15 IN-SITU ASSESSMENT OF MIXED COPPER AND ZINC 
IMPACTS ON WHITE SUCKER (Castastomus Commersoni) 
POPULATIONS IN SEVERAL NORTHERN ONTARIO LAKES: 
AN EVALUATION OF THE ENVIRONMENTAL HEALTH 

APPROACH TO VALIDATING WATER QUALITY CRITERIA 36 

K.R. Munkittrick and D.G. Dixon, University of 
Waterloo, Waterloo, Ontario. 

16 THE FATE OF TOXIC ORGANIC CHEMICALS IN 

SEWAGE TREATMENT PLANTS 37 

B. Clark, S. Salenicks, J. Glynn Henry and 
D. MacKay, University of Toronto, Toronto, 
Ontario. 

17 TOXICITY OF PENTACHLOROPHENOL TO ZOOPLANKTON 38 

N.K. Kaushik and G. Stephenson, University of 

Guelph, Guelph, Ontario. 
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18 DEVELOPMENT OF A STANDARD CLAM BIOMONITORING 
METHODOLOGY FOR THE DETECTION OF TRACE 
CONTAMINANTS WITHIN WATERS OF THE ONTARIO 
GREAT LAKES REGION 39 

A. Melkic, E. Greece and D. Lewis, Integrated 
Explorations Ltd./ Guelph, Ontario. 

54 EVALUATION OF DATA ON THE EFFECTS OF HYDRAULIC 
CHARACTERISTICS AND EFFLUENT CHLORINATION ON THE 
INCIDENCE OF MICRO-ORGANISMS OF PUBLIC HEALTH 
SIGNIFICANCE IN RECEIVING WATERS 40 

M. Palmer, Gore & Storrie Ltd., Toronto, Ontario. 

55 LISTOWEL ARTIFICIAL MARSH TREATMENT PROJECT 41 

J. Herskowitz, S. Black and W. Lewandowski, 
Ministry of the Environment, Toronto, Ontario. 

56 A LOW PRESSURE HYDROCYCLONE FOR USB IN SEWAGE 
TREATMENT 42 

J.D. Boadway, Queen's University, Kingston, Ontario. 

57 THE EFFECTS OF RURAL AND SUBURBAN DEVELOPMENT 
ON SURFACE WATER QUALITY IN FIVE SELECTED 
SUBWATERSHEDS ON THE UPPER HUMBER RIVER 43 

B. Hindley, R. Hubbard and S. Maude, Metro 
Toronto Conservation Authority, Toronto, Ontario. 

58 HUMBER RIVER/BLACK CREEK: DETAILED 
BACTERIOLOGICAL WATER QUALITY STUDY EXAMINING 

THEIR IMPACT OF SEDIMENT AND SURVIVAL TIMES 44 

P.L. Seyfried and E. Harris, University of 
Toronto, Toronto, Ontario. 

59 FEASIBILITY OF PLANT HARVESTING IN WATER QUALITY 
AMELIORATION AND PHOSPHORUS MANAGEMENT IN 

SHALLOW IMPOUNDMENT 35 

P. McKee, K. Clarke-Whistler and G. Gaspardy, 
Beak Consultants Ltd., Toronto, Ontario. 

60 TWO BIOASSAYS FOR THE RAPID DETERMINATION OF 
THE EFFECTS OF DREDGED SEDIMENT DISPOSAL IN 
PRIMARY PRODUCTION AND PHOSPHORUS KINETICS 

IN OPEN WATERS 46 

C. Ewing and C. Nalewajko, University of Toronto, 
Scarborough, Ontario. 

61 STOCHASTIC ESTIMATION OF AMBIENT WATER 

QUALITY IN THE THAMES RIVER 47 

V.A. Graham, T.E. Unny and L. Logan, University of 
Waterloo, Waterloo, Ontario. 

62 OTTAWA RIVER NUCLEAR SPILL CONTINGENCY MODEL 

DEVELOPMENT: PHASE II 48 

T. Gowda, M. Palmer, C. Arnold! and R. Jarvis, 

Gore & Storrie Ltd., Toronto, Ontario. 
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SESSION Ci LIQUID & SOLID WASTE RESEARCH 



FEATURE PAPERS 

HAZARDOUS WASTE DESTRUCTION: AN OVERVIEW OF 

APPROACHES AND SHORTCOMINGS 50 

E. Timothy Oppelt: Thermal-Destruction Branch, 
Alternative Technologies Division, U.S. -EPA, 
Cincinnati, Ohio, U.S.A. 

AN OUTLINE OF U.S. -EPA RESEARCH ON LAND 

DISPOSAL OF HAZARDOUS WASTE 51 

Norbert Schomaker: Hazardous Waste Engineering 
Research Lab., US-EPA, Cincinnati, Ohio, U.S.A. 



SESSION PAPERS 



19 ASSESSMENT OF A PROTOTYPE SYSTEM FOR PYROLYSIS 

OF REFUSE DERIVED FUEL 52 

S.J. Thorndyke, Ontario Research Foundation, 
Mississauga, Ontario. 

20 MUNICIPAL SOLID WASTE FEASIBILITY OF 

GASIFICATION WITH PLASMA ARC 53 

G.W. Carter, Resorption Canada Ltd., Ottawa, 
Ontario. 

2 1 SEWAGE SLUDGE COMPOST AS TURF FERTILIZER 54 

J.L. Eggens, Ontario Agricultural College, 
University of Guelph, Guelph, Ontario. 

22 WASTE MANAGEMENT PLANNING FOR PHARMACEUTICAL 
INDUSTRY - PHASE It INVENTORY AND DATA 

COLLECTION 55 

R. Makhija and R. Stairs, Tent University, 
Peterborough, Ontario. 

23 DEVELOPMENT OF GUIDELINES FOR THE UTILIZATION 

OF INDUSTRIAL WASTE IN BACKFILL AND CONSTRUCTION 
APPLICATIONS 56 

G. Zukovs, Canviro Consultants Ltd., Toronto, Ontario. 

24 NUMERICAL AND LABORATORY MODELLING OF TWO-PHASE 
FLOW IN POROUS MEDIA t 1 - TWO-PHASE GASEOUS FLOW, 

2 - TWO-PHASE LIQUID FLOW 57 

G. Farquhar, E. McBean, J. Byrne, W. Abbott and 
R. Kell, University of Waterloo, Waterloo, 
Ontario. 
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25 DEVELOPMENT OF POLYSULFIOE TECHNOLOGY FOR 

TREATMENT OF CONCENTRATED SPENT CYANIDE LIQUORS ... 58 
J.J. Gaczarczyk, University of Toronto, Toronto, 

26 TREATMENT OF LANDFILL LEACHATE BY SPRAY 

IRRIGATION 59 

R. McBridge, A.M. Gordon, P. Groenvelt, T. Bates 
and K. King, University of Guelph, Guelph, 
Ontario. 

27 CO-DISPOSAL OF INDUSTRIAL AND MUNICIPAL 

WASTES : PART II 60 

D. Kirk and M. Lau, University of Toronto, 
Toronto, Ontario. 

63 HAZARDOUS ORGANIC CHEMICALS IN GROUNDWATER 

AT ONTARIO LANDFILLS 61 

J.F. Baker and J. Cherry, University of Waterloo, 
Waterloo, Ontario. 

64 DISPERSION OF THE STOUFFVILLE 

CONTAMINANT PLUMB. 62 

I. Proulx, R.N. Farvolden and E. Frind, University 
of Waterloo, Waterloo, Ontario. 

65 DEVELOPMENT OF DESIGN CRITERIA FOR OPTIMAL 
RECOVERY OF LEACHATE UNDER SANITARY 

LANDFILLS 63 

L. Arnaud, E. Frind, R. Farvolden and R. Gillham, 
University of Waterloo, Waterloo, Ontario. 

66 AN INVESTIGATION INTO THE REDOX CONDITIONS 
OF A LANDFILL LEACHATE PLUME CONTAINING 

VOLATILE ORGANICS, GLOUCESTER, ONTARIO 64 

L. Elliott, J. Develin, F. Michaels and 

W. Gorman, Queen's University, Kingston, Ontario. 

67 EFFECTS OF INCREASING AMOUNTS OF NON-POLAR 
ORGANIC LIQUIDS IN DOMESTIC WASTE LEACHATE 
ON THE HYDRAULIC CONDUCTIVITY OF CLAY 

LINERS IN SOUTHWESTERN ONTARIO 65 

R.M. Quigley and F. Fernandez, University of 
Western Ontario, London, Ontario. 

68 ASSESSMENT OF CONTAMINANT MIGRATION FROM 
INDUSTRIAL SOURCES DISCHARGING TO THE WELLAND 

RIVER 66 

M. Dickman and I. Brindle, Brock University, 
St. Catherines, Ontario. 

69 EVALUATION OF CONTAMINANT VELOCITY GROUNDWATER 

IN LOW PERMEABILITY FRACTURE SHALE 67 

E. Sudicky, R. Blackport and J. Cherry, 
University of Waterloo, Waterloo, Ontario. 
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70 GEOMECHANICAL INVESTIGATION OF 

NEAR-SURFACE FRACTURES IN CLAY TILLS 68 

M. Dusseault and A.Vorauer, University of 
Waterloo, Waterloo, Ontario. 

71 ORIGINS OF ELEVATED CHLORIDE CONCENTRATIONS 

IN GROUNDWATER SYSTEMS 69 

P.E. Pi Ion and K.W.F. Howard, University of 
Toronto, Scarborough, Ontario. 



SESSION Dx ANALYTICAL METHODS 



FEATURE PAPERS 

A TRENDS IN MULTI-ELEMENT ANALYSIS I THE ROLE 

OF ICP-MS IN ENVIRONMENTAL APPLICATIONS 71 

Barry French, Institute for Aerospace Studies, 
University of Toronto, Toronto, Ontario, Canada. 

B DETECTION OF HYDROXYLATED NITRO-POLYNUCLEAR 

AROMATIC HYDROCARBONS AND KETONES IN AN AMBIENT 
AIR PARTICULATE EXTRACT USING BIOASSAY -DIRECTED 
FRACTIONATION 72 

Marcia G. Nishioka and Corrine C. Howard, 
Analytical Chemistry Section, Battelle Columbus 
Division, Columbus, Ohio, and Joellen Lewtas, 
U.S. - EPA, North Carolina, U.S.A. 



SESSION PAPERS 



28 DIRECT SOLID SAMPLE ANALYSIS WITH THE DIRECT 

SAMPLE INSERTION DEVICE, PROMISE AND PROBLEMS 73 

E. Salin and R.L. Sing, McGill University, 
Montreal, Quebec. 

29 SCREENING METHODS FOR AIR AND WATER SAMPLES t 
APPLICATION OF INDUCTIVELY COUPLED PLASMA MASS 

SPECTROMETRY (ICP/MS) TO ELEMENTAL ANALYSIS 74 

J. Van Loon and B.French, University of Toronto, 
Toronto, Ontario. 

30 DEVELOPMENT OF SELENIUM ANALYSIS METHODOLOGY 

AT NG/L LEVELS FOR SOFT WATERS SUBJECT TO ACIDIC 
PRECIPITATION 75 

L.M. Brown and J. Wehr, University of Western 
Ontario, London, Ontario. 

31 EVALUATION AND OPTIMIZATION OF A TOC ANALYZER 

USING UV - PERSULPHATE DIGESTION 76 

R.D. Evans, Trent University, Peterborough, 
Ontario. 
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32 DEVELOPMENT OF AN ULTRASONIC NEBULIZER FOR 
STABLE AND REPRODUCTIVE PRODUCTION OF AEROSOLS 

FOR ATOMIC SPECTROMETRIC ANALYSIS 77 

J.C. Van Loon, University of Toronto , Toronto, 
Ontario. 

33 DEVELOPMENT OF RECOMBINANT DNA PROBES TO 
DETERMINE THE ORIGIN OF FECAL STREPTOCOCCI 

AT THE TORONTO AREA BEACHES 78 

W.C. Bradbury, M.A. Marko, L. Papageorgiou, 
D. Leight and D. Rego, University of Toronto, 
Toronto, Ontario. 

34 PLANT BIOASSAYS FOR THE DETECTION 

OF ENVIRONMENTAL MUTAGENS 79 

Wm. F. Grant, McGill University, Montreal, Quebec. 

35 A BIOLOGICAL INDICATOR SYSTEM TO IDENTIFY 
GBNOTOXICITY OF IN-PLACE POLLUTANTS 80 

D.R. Hart, J. Fichko, M. Brinkman and P. McKee, 
IEC Beak Consultants Ltd., Mississauga, Ontario. 

36 FRESHWATER CLAMS AS MONITORS OF VARIATION IN 
ENVIRONMENTAL ACIDITY AND TRACE METAL LEVELS 81 

R.H. Green, S. Hinch and R. Bailey, University 
of Western Ontario, London, Ontario. 

72 ANALYSIS OF DIOXINS AND FURANS IN 

FISH AND OTHER BIOTA 82 

F.W. Karasek, T. Thompson, D. Schelenberg and 
K. Naikwadi, University of Waterloo, Ontario. 

73 DEVELOPMENT OF COST-EFFECTIVE PROTOCOL 
FOR ROUTINE ANALYSIS FOR TRACE ORGANIC 
CONTAMINANTS IN MUNICIPAL WPCP RAW SEWAGE AND 

FINAL EFFLUENT 83 

C. Chan 1 , J. Martin 1 , P. Pond 1 , G. Rees 2 , and 

T. Ho 2 . 1-Mann Testing Labs. Ltd., 2 -Environment 

Ontario. 

74 APPLICATION OF GC HELIUM MICROWAVE PLASMA 
DETECTION TO THE RAPID SCREENING OF 

CHEMICAL WASTE 84 

M. Danszinger, Barringer Magenta Ltd., Rexdale, 
Ontario. 

75 DEVELOPMENT OF METHODS SUITABLE FOR THE USE 
IN THE AMES SALMONELLA MUTAGENICITY ASSAY FOR 
THE COLLECTION OF ORGAN ICS PRESENT IN GROUNDWATER 

AND LANDFILL SITE MATRIX MAERIALS 85 

G.H. Thomas, A. Horton and K. Matsummura, 

Ontario Research Foundation, Mississauga, Ontario. 
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76 SYNTHESIS OF OXYGEN AND SULPHUR PAHS 

OF INTEREST IN ENVIRONMENTAL POLLUTION 86 

E. Lee-Ruff and F. Ablenas, York University, 
Toronto, Ontario. 

77 DEVELOPMENT OF A ROBOTIC WORKSTATION FOR THE 
ROUTINE ANALYSIS OF ORGANICS IN BIOLOGICAL 
TISSUES USING ACID DIGESTION AND SOLVENT 

EXTRACTION METHOD 87 

C. Chan 1 , J. Martin 1 , G.Ladwig 1 , G. Rees 2 , and 
G. Crawford 2 . 1-Mann Testing Labs Ltd., 
2 -Environment Ontario. 

78 SEPARATION AND IDENTIFICATION OF ORGANIC 
COMPOUNDS IN EXTRACTS OF AIR PARTICULATES 

BY HPLC AND GC/MS 88 

K.P. Naikwadi, G. Charbonneau and F.W. Karasek, 
University of Waterloo, Waterloo, Ontario. 

79 QUANTITATIVE DETERMINATION OF SELECTED PAHS* 

BY SHPOL'SKII AND JET-COOLED SPECTROSCOPY 89 

CM. Sadowski, J. Lai, H. Malle, S. Filseth and 

F. Morgan, York University, Toronto, Ontario. 

80 NEW SYNTHETIC METHODOLOGY FOR THE EXPEDIENT 

PROVISION OF PURE PAH ANALYTICAL STANDARDS 90 

V.A. Snieckus, University of Waterloo, 
Waterloo, Ontario. 

SESSION E: ENVIRONMENTAL ECONOMICS 



FEATURE PAPER 

THE ENVIRONMENT OF ECONOMICS - PAST PRESENT 

AND FUTURE ROLES OF ECONOMICS IN ENVIRONMENTAL 

MANAGEMENT 92 

Clifford Russell, Director, Institute for Public 
Policy Studies, Vanderbilt University, 
Nashville, Tennesee, U.S.A. 



SESSION PAPERS 



37 ABATEMENT COST FUNCTIONS - THE WORKHORSE 

OF ENVIRONMENTAL MANAGEMENT 93 

J. Donnan, C. Griffith, S. Glover and M. Dandele, 
Policy & Planning Branch, Ministry of the 
Environment, Toronto, Ontario. 

38 MEASURING THE SOCIAL COSTS OF ELECTRICAL 
EXPORTS AND COST RECOVERY OPPORTUNITIES OF 
ENVIRONMENTAL PROTECTION OF ONTARIO HYDRO 94 

W. Wianko and B. Green, Ontario Hydro, Toronto, 
Ontario. 
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39 QUEBEC'S EXPERIENCE WITH THE ECONOMIC 
EVALUATION OF ENVIRONMENTAL REGULATIONS - 

WHAT LESSONS HAVE BEEN LEARNED 95 & 96 

C. Sauve, Ministers de 1* Environment/ Sainte-Foy, 
Quebec. 

40 3M*S POLLUTION PREVENTION PAYS PROGRAM 97 

A.G. Mills / 3M Canada Inc., London, Ontario. 

41 THE BENEFITS OF REDUCING LEAD IN U.S. 

DRINKING WATER 98 

R. Levin, U.S. -EPA, Washington, D.C., U.S.A. 

42 ECONOMIC EFFECTS OF REDUCED FOREST GROWTH IN 
THE UNITED STATES* FOREST ECONOMY AND 

ON CANADIAN-U.S. LUMBER TRADE 99 

J.M. Callaway, Jr., Battelle Northwest Labs, 
Richland, Washington, U.S.A. 

43 SOME ECONOMICS OF THE GRAND CANAL 100 

A. Muller, Department of Economics, McMaster 
University, Hamilton, Ontario. 
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Title : Crucial Issues in Environmental Toxicology 

Abstract : 

An overview on Environmental Toxicology will be presented including: 

- the study of adverse effects of contaminants in air, water and soil; 

- the biological targets of these chemicals including humans; 
subdivision of environmental toxicology; and 

- toxicological assessment. 
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and Employment (TGE) to review areas where environmental factors were most important to 
future economic development, and to make recommendations for international and 
industrial action. 

In its report to the 1985 Economic Summit in Bonn, the TGE identified major areas where 
environmental conditions have a significant present or potential influence on 
technology, economic performance or employment. It recommended policy actions to being 
environmental management into industrial practices, and identified 62 subjects where 
additional research or development of environmental control measures or technologies as 
needed, in six main categories of environmental concern: air pollution, toxic and 
hazardous wastes, pollution of streams and groundwaters, marine pollution, inappropriate 
land husbandry, and climate change. It also noted that there was an important need for 
improvement and international harmonization of the techniques and practices of 
environmental measurement, so that environmental data could become more reliable and 
comparable, and to avoid environmental issues becoming unjustified factors in 
international trade because of incompatible information. 

The TGE Environment Group has further studied this problem. Together with international 
scientific bodies it has developed general principles for environmental measurement and 
identified specific subject areas where improved scientific understanding or technique 
development is needed, and areas where improved management of environmental information 
is needed. A progress report was accepted by the 1986 Economic Summit in Tokyo and the 
Group is now preparing, for presentation to the 1987 Summit in Rome, a proposal for an 
on-going mechanics, under the authority of an established international organization, 
for achieving continuing improvement of environmental data in ways that are relevant to 
new technologies and industrial processes. 

(continued) 
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At the same time, the International Council of Scientific Unions' Committee on Data for 
Science and Technology (CODATA) has become concerned about the shaky scientific basis of 
much environmental data. The first CODATA workshop on environmental data was convened in 
Montreal in May 1986, "Directions for Internationally Compatible Environmental Data", with 
representatives from 19 countries and 32 different national or international standards or 
scientific data organizations. The workshop identified areas of weakness or incompatibility 
in basic data or measurements pertaining to air, water, and soil, and explored environmental 
data management needs on various scales for different uses: global understanding, regional 
management, regulatory, and environmental assessment. 

These two developments, together with the evolution of the World Data Centres whose role was 
re-examined at the ICSU General Assembly at Berne in September 1986 mark important progress, 
supported at the highest political and scientific level, in the fundamental questions of 
measuring the characteristics of the environment and the setting of environmental standards. 
Their effects may be expected to influence nearly every laboratory or industrial process 
that uses natural resources or has an effect on the environment. 
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Title : The United States Environmental Protection Agency's Program 
to Evaluate the Effects of Toxic Chemicals 

Abstract ; 

The United States Environmental Protection agency conducts an extensive research program 
related to the control and evaluation of toxic substances. The Office of Environmental 
Processes and Effects Research is responsible for conducting the portion of this 
research which deals with the evaluation of toxics substances. Among its major 
programs/ several shifts in research emphasis are taking place. First, there is a shift 
from development of methods which yield a single valued estimate of ecological effects. 
Secondly, increased emphasis is being placed on evaluating local ecological problems in 
addition to regional and national problems. 

The Agency is currently emphasizing ecological effects research in 6 major areas: 
groundwater, biotechnology, wetlands, ecological risk assessment, acid deposition, and 
Great Lakes research. 
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Title: An Overview of Alberta Environment's Deposition Program 

Abstract i 

Relative to Alberta, our knowledge regarding medium and long-range transport of air 
pollutants/acid rain and the biological effects of long-term, low-level emissions is 
presently limited. Some concerns are: (a) the acidification of surface waters and the 
potential consequences for aquatic biota, including fish; (b) acidification of soils 
and their influence on the total watershed, vegetation and aquatic systems; (c) direct 
effects on agricultural crops and forest tree species; and (d) direct and indirect 
effects on human and animal health. 

Alberta Environment established a Departmental Acid Deposition Research Program 
comprised of four distinct but integrated components: 

1. Alberta Environment's acid deposition research program to address 
the environmental impacts of oil sands development in northeastern 
Alberta on forest and aquatic ecosystems . 

2. The Alberta Government/Industry Acid Deposition Research Program, 
focused primarily on agriculture and human health. 

3. Western and Northern Canada LRTAP federal/interprovincial program 
(Long Range Transportation of Air Pollutants). 

4. Monitoring of acid forming emissions and other pollutants. 

The program will provide scientific information for evaluating and reviewing Alberta's 
current air quality standards, emission guidelines, and regulatory controls with respect 
to socio-economic and environmental consequences of atmospheric pollutants. 

Earlier acid-deposition research demonstrated clearly the high degree of variability in 
the measurement of ecosystem parameters in forested systems and the difficulty with 
measurement of the effects of low concentrations of pollutants. It has become clear in 
recent reviews that a new strategy is required for evaluation of acid deposition 
effects. This strategy will be to develop biomonitoring indices that will be used to 
monitor effects of low levels of acid forming emissions over the long term. 

As well the research program will undertake studies to determine the capacity of the 
ecosystem to resist detrimental effects. Work will be undertaken on control 
technologies to reduce emissions at their source. 

The Alberta Environmental Centre is undertaking a study on the health effects of sulphur 
gases. The objective is to determine the effects of toxic or potentially toxic gases, 
vapours, particulates, and aerosols on animals and, by extrapolation, on humans. 
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Title : Multimedia Analysis and Assessment of Environmental Toxic Carcinogenic 
Substances: The Regulatory Connection. 

Abstract : 

Most toxic substance issues are multimedia in nature , but are managed within regulatory 
agencies as completely separate items. In New Jersey, the Office of Science 6 Research 
(OSR) has been involved in multimedia toxic substance assessments of air, water, food 
and soil contamination. These efforts have led to one of the best toxic substances 
inventories in the US, and perhaps the most far-reaching program of its kind at the 
state level. The research described in this report sets the foundation for development 
of an integrated toxic substances program. While volatile organic compounds (VOC) are 
used for illustration purposes, it is clear that multimedia analysis of human toxic 
substance exposures will be needed to develop cost-effective environmental solutions. 
To this end a new environmental health office is being initiated within OSR to address: 
risk assessment, risk reduction and risk communication aspects of a toxic substance 
regulatory program. 



- 9 - 

ABSTRACT FORM 



Author 
Address 

Co- Author s 



Bori. I. Shushan 



SCIEX, 55 Glen Cameron Road, #202, 



Phone (416) 881-4646 



Thornhill, Ontario 

Angie Ngo, V. OzvaciC/ G. Wong, G. DeBroU/ B. Bobbie, 
R.E. Clement, S.J. Thorndyle and B. Chittum 



Topic Area : Air |x|, Water | I, Waste | |, Analytical | | 

Environmental Economics I I 
Do you prefer presenting: A paper |x|, a poster session | | 



Title: 



Abstract : 



The Rapid Screening of Municipal Refuse Incinerator Fly-Ash and Stack Gas 
for PCDD/PCDF Using a Transportable Tandem Mass Spectrometer (GC/MS/MS) 
System. 



The formation of polychlorinated dibenzo-p-dioxins and dibenzofurans (PCDD/PCDF) is 
strongly linked to the incineration of municipal refuse. To date, there has been no 
study which demonstrated clearly what, if any, incinerator operation parameter (s) this 
production correlates with. Part of the problem in determining such correlations is 
that testing for PCDD/PCDF is an expensive and time-consuming effort. This paper 
describes a rapid analytical approach using gas chromatography (GC) coupled to tandem 
triple quadrupole mass spectrometry (MS/MS). This combination has been demonstrated to 
be more specific conventional GC/MS while requiring less time per analysis. 
Furthermore, the instrument used in the present work (The TAGA 6000E manufactured by 
SCIEX) is fully transportable, permitting it to be driven to the incinerator for rapid 
on-site PCDD/PCDF analysis. The analysis of fly-ash and stack gas will be described and 
analytical results compared to GC/MS analyses performed on the same samples. 
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Title ; Retrospective Correlation Spectroscopy and its Application to 
Atmospheric Monitoring. 

Abstract ; 

Correlation spectroscopy is a diagnostic procedure for determination of column densities 
of absorbers by quantitative correlative comparison between the spectral signatures of a 
field spectrum and the intrinsic spectral features of such molecular species of interest 
as oxides of sulphur and nitrogen. Dispersive and non- dispersive correlation methods 
have been developed. In the past, analogue applications of these methods have been 
developed. In this paper a review is given of newly developed digital methods of 
dispersive and non-dispersive correlation spectroscopy. 

In retrospective correlation spectroscopy the traditional oscillating focal plane mask, 
which is the mechanical analogue of the molecular species spectrum, is replaced by a 
numerical digitally synthesised mask for each species of interest. Correlations between 
the digitally recorded field spectrum and each mask are retrospectively evaluated 
digitally. From a theoretical assessment of the method in optically thin cases, it is 
easy to show that 

C(z) = A - NX E(z) 
where C(z) is the correlation integral between the field spectrum and mask function when 
out of register by an amount z, A is the mask area, and E(z) is the convolution of the 
mask function with the absorption cross- section function of the spectral feature in 
question. C(z) and E(z) can be numerically evaluated for each of a range of values of 
z. This equation provides a direct diagnostic method of evaluating the column density 
NX of the species over a path X for a concentration N from the slope of a plot of C (z) 
vs. E(z). This method has been tested by using digitally recorded sulphur dioxide 
spectral features and a variety of mask and absorption cross section functions of 
increasing realism. A very full quantitative examination of the results has been made, 
and the usefulness of the above diagnostic equation has been confirmed. 

In a related study, supported by NSERC, two digital gas filter non- dispersive 
correlation spectrometers, GASCOFIL and GASCOSCAN have been developed for remote sensing 
of trace atmospheric species. These instruments operate over a spectral range from the 
ultra-violet to the near infrared. Their design, operating characteristics and 
performance in field tests will be described. 
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Title : Measurements of Atmospheric Constituents By Tunable Diode 
Laser Absorption Spectrometry. 

Abstract : 

Tunable diode laser absorption spectrometry (TDLAS) operating in the 5 to 10 micron 
region affords a number of advantages for measuring these species. It is a universal 
method applicable/ in principal, to any gas of atmospheric interest. Because of its 
high resolution, it provides positive identification with no interferences from other 
gases. By utilizing the long path length of a White cell it can detect most molecules 
at concentrations found in the atmosphere. It is a passive technique which can provide 
real time, in situ measurements, with a time resolution better than 1 min. 

The application of the method to measurement of trace atmospheric constituents has 
three requirements: (1) the selection of an appropriate absorption line which usually 
involves a compromise between the line strength of the absorber and the operating 
characteristics of the diode, (2) the development of a calibration procedure for the 
target gas and (3) the development of procedures to ensure sampling integrity and tests 
to assure linearity between absorption signal and concentration of the target gas in the 
sampled air. 

A field instrument which meets these requirements for NO, NO2 and HNO3 has been 
described by Schiff et al ( 1 ) . Calibration and sampling procedures have subsequently 
been developed for S0 2 / HCHO, H 2 2 and NH3. 

A second laser head assembly was subsequently added to the system to permit a number of 
gases to be measured simultaneously. Further modifications included the incorporation 
of computer controlled operation and data acquisition and processing systems. 
Considerable improvements in background stability and, consequently, in detection limits 
was achieved by using temperature rather than current controlled line locking. 

The modified system was used in a number of field missions and proved to have adequate 
sensitivity to measure most atmospheric species in rural and urban air. Additional 
sensitivity was required, however, to measure H 2 02 during most of the year and the other 
gases in very clean air. A modified White cell and associated optics has been 
incorporated in the system and shown to provide detection limits of these gases of less 
than 100- pptv. 

This upgraded system has also flow on an aircraft to sample oceanic and continental air 
in and above the planetary boundary layer. 

References: (1) Schiff, H.I., Hastie, D.R. , MacKay, G.I., Iguchi, T 
and Ridley, B.A., Envir. Sci. Technol., 17 352A (1983). 



- 12 - 

ABSTRACT FORM 



Author 

Address 



W.J. 


Megaw 














York 


Univesity, 


4700 


Keele 


Street, 


North 


York 


Ontario, M3J 1P3 
J.F. Hicks 




Phone 


(416) 


736- 


2100 



Co-Authors 

Topic Area : Air |x|. Water | |, Waste | |, Analytical | | 

Environmental Economics | i 
Do you prefer presenting: A paper |x|/ a poster session | I 



Title: Uptake, Distribution, and Clearance of Soluble Aerosols 
in the Human Respiratory System. 

Abstract : 

In humid atmospheres, soluble aerosols may grow in size as water condenses on the 
particle surfaces. The growth of soluble aerosols in the humid environment of the 
respiratory tract will affect the degree and site of deposition in the lungs. Since 
most of the ambient aerosol is hygroscopic, this has a direct bearing on the estimation 
of health effects due to air pollution. This study investigated the growth, deposition, 
and clearance of soluble aerosols in the human respiratory system. 

Using a radioactive tracer, the study assessed the deposition of soluble aerosols when 
inhaled by a number of volunteers. Contrary to theory, most of the particulate 
deposited in the conducting airways of the lung. Furthermore, major pathways of aerosol 
clearance from the respiratory tract were traced. Two mechanisms, absorption in to the 
body fluids and mucocillairy clearance, were most important in removing soluble aerosol 
contaminants from the respiratory system. 
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Title: 



Abstract : 



Experimentally Determined Mutation Rates in Lung as an Air 
Quality Standard. 



A quantitative assay for the toxic effect of air-borne contaminants that is both 
relevant and inexpensive would be useful in establishing air quality standards. We are 
developing such an assay for carcinogenic air pollutants based on measurements of 
mutation in lung cells and tracheal cells in test animals. 

Two approaches have been tried. The first is to assay mutations in the target cells 
themselves. Since these cells cannot be cloned quantitatively, traditional mutation 
measurements, which are based on cloning, are not feasible. Instead we have been using 
autoradiography to detect mutants resistant to diphtheria toxin, an agent that 
specifically inhibits protein synthesis. Since resistant mutants will continue to 
synthesize protein after exposure to the toxin, but normal cells will not, only the 
mutants will incorporate tritiated leucine and so be labelled. With this assay we have 
found reproduceable but small increases, approximately three-fold, in the frequency of 
mutant cells in Chinese hamsters exposed to urethane, a known lung carcinogen and to 
ethylnitrosourea, a catholic mutagen. These results make it clear that the optimal 
conditions for detecting mutants in the lung cells have not yet been found. 

A second approach has been to culture the fibroblasts that are in close association with 
the target cells throughout the lung and measure the frequency of mutants resistant to 
azaguanine in them by the colony- forming technique. This assay demonstrated a dramatic 
and reproduceable increase in the frequency of mutants following in vivo exposures of 
the hamsters to ethyl methane sulphonate and diethylnitrosamine. This exciting finding 
is being very actively pursued to determine whether or not specific pulmonary 
carcinogens are also detected rapidly and easily. The results obtained with several 
such chemicals will be reported together with progress towards optimizing the 
autoradiographic assay. 
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Title: 



Abstract: 



The Hamilton Study: Effect of Fine Particles on the Respiratory Health 
of School Children. 



Hamilton, Ontario, is an industrial city with a population of 300,000 situated at the 
western end of Lake Ontario. The level of particle pollution has historically been 
high, a portion of which has been attributed to the activities of Canada's two largest 
iron and steel mills located here. Although in the last two decades air quality has 
improved markedly, there has been a continuing community concern about the effects of 
air pollution on health. From 1979 to 1982, we carried out an epidemiological study of 
the respiratory health of a cohort of over 3500 elementary school children in whom we 
also determined the extent to which they were exposed to ambient particles of different 
sizes. Respiratory health was assessed by determining each child's respiratory symptoms 
and health history using a questionnaire administered to the parents. In addition, 
comprehensive tests of pulmonary function were carried out on the children at their 
schools. Particle size and concentration were measured using two networks: one of 7 to 
9 Andersen 2000 cascade impactors, and another of 27 GMW Hi-Vol TSP samplers. Both 
networks were distributed over the area of the city. Other environmental factors 
thought to "confound" the relationship between respiratory health and air pollution were 
also examined, via information collected in the parental questionnaire; e.g. parental 
smoking, use of gas for cooking, socio-economic status. Results of a cross- sectional 
analysis of the data from the cohort in the second year of the study showed a strong 
effect of maternal smoking on the prevalence of cough and bronchitis, with little air 
pollution effect on these variables. Two pulmonary function variables, peak flow 
(adjusted for height) and maximum expiratory flow at 75% VC (adjusted for height) showed 
an association with the presence of fine particles. 
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Title : Biological Monitoring of Environmental Genotoxicity. 

Abstract ; 

The SISTER CHROMATID EXCHANGE (SCE) assay has been modified so that wild mice can 
routinely be used to monitor the environment for general genotoxicity. The use of 
bromodeoxyuridine tablets and improvement of the staining procedure have permitted the 
processing of an adequate- sized sample (30 mice or more) at one time with consistently 
good results. This procedure has now been applied to wild mice collected from a number 
of localities in southwestern Ontario over the last three years. The annual temporal 
and geographic patterns have been similar from year to year. The SCE values/mouse are 
low in the early spring (prior to the spraying of crops with pesticides), high in the 
late spring (spraying period) and generally low in the summer (post- spraying period). 
The geographic pattern involves high SCE values in mice captured in the western part of 
the study area (Essex County) and lower values in those from the eastern section (Kent 
and Elgin Counties). Also we have examined the effects of a number of factors on SCE 
levels and their variability. These have included: short-term stress, age, genetic 
heterogeneity, some commonly used herbicides, several chemicals encountered in the 
plastics-molding industry and fumes in a diesel garage. Only chromic acid 
(plastics-molding industry) and diesel fumes significantly increased SCE values. 

The MICRONUCLEUS ASSAY OF PERIPHERAL BLOOD was selected as a back-up system to permit 
corroboration of the SCE results. This assay was chosen because: 1) with fluorescence 
microscopy the typing of micronucleated cells is very straightforward and can be done 
rapidly, 2) the mouse is not sacrificed and blood samples from the same animal can be 
obtained at different times after treatment, 3) no pretreatraent of animals is necessary 
prior to obtaining testable blood samples, and 4) a single recent (within 72 hours) 
exposure of an animal to a genotoxic agent can be distinguished from both an earlier 
exposure and chronic exposure. Furthermore, although most agents induce both SCEs and 
micronuclei there are some that cause the latter but not the former making the two tests 
complementary. So far a time-response curve has been developed for two compounds, 
cyclophosphamide and mitomycin C. Peak induction of micronuclei occurs at around 48 
hours after injection of either agent. This appears to be about 12 hours later than 
induction of micronuclei in bone marrow cells. The micronucleus assay has been applied 
to wild mice being examined for SCE's as well as mice being used in several experimental 
situations. 

The results of both tests will be presented, compared and discussed in detail. 

(This reasearch is supported by a grant from the Ontario Ministry of the Environment). 
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Title: Field and Laboratory Validation of a HiVol Denuder for Minimizing PAH 
Oxidant Reactions. 

Abstract : 

Results of a recent study: "Evaluation of Alternatives to HiVol Sampling for 
Polynuclear Aromatic Hydrocarbons", by Concord Scientific Corporation for the Air 
Resources Branch, showed that a denuder efficiently removes ozone from an air stream 
prior to a HiVol filter. In a single experiment, the ozone denuder appeared to reduce 
on-filter reactions between ozone and captured PAH, as indicated by the significant drop 
in the number of oxy-PAH species in a protected filter compared to an unprotected 
filter. Additional verification of the efficiency of the denuder-HiVl system in 
reducing or eliminating reactions of collected PAH with ozone and other species (HN0 3 ) 
removed by the denuder was therefore required. 

The objective of this study was to evaluate further the HiVol ozone denuder in terras of 
mass collection and the relative attenuation of PAH and PAH derivatives, the 
effectiveness for removal of NO2 and HNO3, and the identification of the oxy- and 
nitro-PAH contained in the extract of the denuder filter compared to a standard HiVol 
filter and to determine the lifetime of the denuder bundle. The primary purpose of the 
program was to identify the chemical species present on the protected versus standard 
filter and thus determine the effect, if any, of the denuder. Field and laboratory 
tests were to be performed. 

The experimental data from this study have shown the following: 

1. The denuder is effective not only for ozone, but also for nitric acid. 
Break-through of HNO3 was found to occur only after 16,500 ppb-h exposure. The 
estimated lifetime respecting nitric acid would be about 7 days continuous 
operation. Within these limits, the removal efficiency for HNO3 was > 99% at room 
temperature and>85% at 0°C. 

2. After 42 days continuous field operation with a mean ozone concentration of 2 2ppb, 
the denuder' s efficiency for removing ozone was 85% for a laboratory ozone challenge 
concentration of 155 ppb and 90% removal efficiency for 50 ppb. 

3. Similar particle catches for the standard HiVol and a denuder HiVol were obtained in 
two of three tests. In the third test the particle catches for denuder HiVol was 
lower (by** 22%). Earlier tests had shown about 15% mass attenuation. 

4. Analysis of extracts from standard and denuder HiVol field samples showed 
insignificant differences in the PAH derivative composition. 

5. Laboratory tests showed that the denuder reduced the formation of oxygenated PAH 
derivatives within fairly broad analytical uncertainty. 

6. Dynamic laboratory tests in which preloaded filters were challenged with nitric acid 
showed no differences in the PAH derivative fractions between samples. 

7. Analogous tests on filters using static chamber exposure conditions for O3, and HNO3 
and NO2 separately showed no differences in the PAH derivative fraction compared to 
control f i Iter . 

Based on these results, the contemplated use of a denuder HiVol in a network would be 
justified only respecting protection provided by the removal of ozone. 
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Title: A Particle-Size-Specific Elemental Mass Balance for Apportionment 
of Ambient Aerosol Sampled with Multistage Fractionators 

Abstract ; 

Receptor models for aerosol-emission source apportionment have received increasing 
attention during the past decade. However, the usual elemental models are often limited 
in their application and development especially in situations where there are several 
aerosol sources which have somewhat similar elemental microcomposition. A judicious use 
both of particle-size sampling and multi-elemental concentration measurements in a 
modified receptor model, for which we have defined the term "particle- size specific 
elemental mass balance , SSEMB" can facilitate the distinguishing of such similar 
sources. This has been demonstrated in this current research project - as detailed 
below. 

The applied radioanalytical methods of instrumental photon and thermal-neutron 
activation analysis (INAA) have been adapted to determine total elemental concentrations 
of up to thirty chemical elements (including Al,As,Ba,Br,Ca,Cr ,Fe,Mn,Na,Ni,Pb,Sb,Sc,Se, 
Ti,U,V and Zn) in six particle-size fractions of urban airborne particulate matter 
collected by Sierra cascade impactor. Both these analytical techniques are 
multi-elemental in nature, quite sensitive and reasonably non-destructive: all desirable 
attributes of methods for aerosol analysis given the small mass of material in each size 
fraction collected and, also, the need to achieve sufficiently low analytical variance 
to permit subsequent statistical modelling based on the multi-component concentration 
data obtained. 

Hi-Volume air samplers fitted both with Anderson and Sierra 235 cascade impactor heads 
were used with coated cellulose substrates to partition urban air-borne particulate 
matter into 5 or 6 size fractions during typical 12 hour sampling periods at three 
locations in greater Toronto: Port Credit, Toronto Island and Eastern Avenue. 
Characterization of the material collected on the several impactor sages was performed 
by scanning electron microscopy. 

Contrary to previous published reports f 1 ) , the cellulose substrates used with these 
impactors did not cause marked distortion of the stage-by-stage collection 
characteristics of the impactor as both scanning electron micorphotographs and INAA 
performed on portions of vaseline substrate indicated a dramatic reduction in particle 
bounce-off from stage to stage. Considering this and the larger number of size 
fractions yielded by the Sierra unit when compared to the more widely-used dichotomous 
samplers, the value of our aerosol sizing method is clearly demonstrated. 

(continued) 
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The particular-size distributions obtained in these studies of air particulates from the 
greater metropolitan Toronto region, such as the distributions of Al,As,Ca,Br,Mn,Pb, V and 
Zn revealed varying effects of both natural and anthropogenic sources of aerosol. While the 
majority of the elements studied exhibited particle-size distributions shifted either to 
mainly large (eg. Al,Sc,Zr) or mainly small particles (e.g. Br,Cl,Cu) which can be taken as 
generally indicative of physical ablation or high temperature combustion sources, 
respectively, the size distributions of several other elements (viz. Pb,Zn,As,Sb) exhibited 
different and unusual shapes in several sets of air particulate samples. Such unusual 
distributions were identified at a site near a lead smelter, incinerator and motorway where 
Pb sources ranged from fine particles from vehicle exhaust and variably-sized industrial 
emissions. These were used in a novel SSEMB model to aid in the accurate apportionment of 
aerosol among the colinear contributing sources involved. 

References : 

1. H. Sievering, M. Dave, P. McCoy, K. Walter, Environ. Sci. Tchnol., 
12 (1978) 1435. 

2. K. Willeke, "Performance of the Slotted Impactor", American Industr. 
Hygiene Assoc. J., Sept. 1975, 683-691. 
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Title: 



Abstract : 



Mutagenicity of Complex Mixtures of Polycyclic Aromatic Hydrocarbons 
in Ambient Air Particulate Matter 



Polycyclic Aromatic Hydrocarbons (PAH) are a particularly important group of 
carcinogenic pollutants in the atmosphere to which man and animals are exposed. Human 
exposure to PAH mixtures may produce carcinogenic effects depending on the ratios of the 
various strong carcinogens to weak - or non- carcinogenic constituents. 

We tried to estimate the mutagenicity of the different PAH present in the Standard 
Reference Material (SRM) 1649 that was purchased from U.S. National Bureau of Standards. 
13 PAH have been identified in the SRM 1649 and these are: Phenanthrene , Fluoranthene, 
Pyrene, Chrysene, Benz (a) Anthracene, Perylene, Benzo (b) Fluoranthene, Benzo (K) 
Fluoranthene, Benzo (a) Pyrene, Benzo (e) Pyrene, Benzo (ghi) Perylene, Dibenz (a, h) 
Anthracene and Indeno (1,2,3, -cd) Pyrene. 

In vivo bone marrow micronucleus assay has been used as a short-term test to assess the 
mutagencity of individual PAH as well as mixtures of PAH that are present in SRM 1649. 

LD 50/7 of SRM 1649 was found to be 535 mg/kg. No dose-related response was found in 
terms of number of micronucleated polychromatic erythrocytes with the individual PAH 
like Benzo (b) fluoranthene, Benzo (k) fluoranthene, and Benzo (ghi) perylene. There 
was response with the crude extract of SRM 1649, but not dose related. The mammalian 
assays were carried out with mice. 

Some of the preliminary experimental results indicated 70% to 84% of inhibition when two 
promutagens Ba P and DMBA were employed together. No additive effect was observed when 
Ba P, DMBA and Benzo (ghi) perylene were employed in a mixture. Studies are in progress 
and updated results will be presented. 
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Title ; Dose-Response Studies of Gaseous Pollutants of Food Crops. 

Abstract : 

A long-term dose-response study was conducted in a controlled environment facility using 
carrot 'Spartan Bonus' plants. Fifteen days old plants were exposed to either 0, 0.06, 
0.12, or 0.18 ul I**' of O3 for 7 h one day each week for a total of 5 weeks. Shoot and 
root growth analyses were conducted on plants which were harvested one week after each 
exposure. Leaf area and leaf fresh and dry weights were significantly decreased by the 
0.18 treatment after one exposure. Leaf injury was significantly increased by the 0.12 
and 0.18 treatments after one week of exposure. Root fresh and dry weights were 
significantly decreased in the 0.12 and 0.18 treatments after the third week of 
exposure. By the fifth week of exposure, significant reductions in leaf and root 
parameters occurred in the 0.12, as well as the 0.18 treatments. No significant changes 
were detected in dry matter partitioning between the roots and shoots in any of the 
treatments . 

An experiment was performed, using 14 days old tomato plants, to determine changes in 
plant growth and physiology following exposure to O3 levels (0, 0.035, 0.070 , and 0.105 
ul 1-^) below those that normally produce visible leaf injury. Leaf and stem growth 
parameters, stomatal conductance, and chlorophylls a and b were analyzed 3 days 
following the 7 h exposure. Neither growth nor chlorophyll was significantly affected 
by the treatments. However, stomatal conductance in the 0.10 5 treated plants 
immediately following the exposure. Three days after the exposure, stomatal conductance 
was significantly reduced in all the O3. 

Research was conducted to determine if comparisons could be made between indoor and 
outdoor O3 responses of several crop species. Seeds of 4 soybean, 2 corn, and 3 wheat 
cultivars were obtained from the USEPA NCLAN program for indoor experiments. These same 
cultivars had been grown and subjected to O3 treatments in open-top field chambers in 
NCLAN studies. In the present experiment, the seedlings were exposed to 0, 0.06, 0.12, 
or 0.24 ul 1-' of O3 for one 7 h period in controlled environment facilities. The 
results suggested that a good comparison could not be made between indoor and outdoor 
experiments determining the effect of O3 using these species. 
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Title: Production of Ozone Insensitive White Bean Varieties 



Abstract : 

Ozone induced foliar damage of white beans has been estimated to reduce white bean seed 
yields by 7 to 12 percent in Ontario, and result in a monetary loss of $1,185,000. 
Previously, this project had identified genotypes of bean, including Gold Crop and 
French Horticultural Bean, with less sensitivity to ozone than is found in currently 
registered white bean cultivars. Thirty-five breeding lines were selected from among 
progeny of crosses between ozone insensitive beans and ozone sensitive registered 
cultivars based on growth chamber and field performance. These 35 lines and 6 parental 
check cultivars were screened for ozone sensitivity in growth chambers in Spring, 1986. 
Fourteen-day-old bean seedlings were exposed to 0.20 ppm ozone for 6 hours each of 4 
consecutive days. On day 5, injury of the two unifoliate leaves was rated using the 
Horsfall-Barratt scale and the Digitized Video Image Analysis System. The DVIA system 
digitizes the video image of a bean leaf and determines the mean and standard deviation 
of pixel luminescences for that leaf image. Analysis of variance of the 
Horsfall-Barratt scores and video image data indicated that breeding line differences 
were significant. The standard deviation of pixel luminescences was in better agreement 
with percentage damaged leaf area (r=0.19). Breeding lines and parents were separated 
into four groups of ozone sensitivity using a k-means cluster analysis of the damaged 
leaf area estimates. The registered white bean cultivar Seafarer was placed into the 
most sensitive group, while Kentwood was placed in an intermediate group. Ex Rico 2 3 
ranked in the least sensitive group. Twenty-two breeding lines were less sensitive than 
their white bean parent. Six were more sensitive, and seven showed no difference from 
their white bean parents. Improvement was most noticeable for breeding lines derived 
from the early white bean cultivars Seafarer and Kentwood. Five breeding lines derived 
from Ex Rico 23 maintained the low sensitivity of the parent line. Cluster analysis of 
the standard deviation scores from the video image data placed seven breeding lines in 
the next higher or lower sensitivity groups set by the visual assessment of damaged leaf 
area. The remaining 34 lines were identically grouped. The 35 selected breeding lines 
along with 5 new breeding lines and 8 check varieties were planted in the yield and 
ozone trials at the Agriculture Canada Harrow Research Stations and the Ridgetown 
College of Agricultural Technology Research Station in June, 1986. Ozone damage, yield 
and maturity data will be collected. Approximately 10 lines will be continued in 
advanced trials in 1987, and ultimately, one or two lines will be entered in provincial 
licensing trials in 1988. 
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Nickel Carbonyl Ambient Monitor 



Title: 



Abstract x 

The Ministry had a requirement for an ambient Nickel Carbonyl monitor capable of making 
measurements down to the Provincial limits. 

The only commercially available Nickel Carbonyl monitor was not sufficiently sensitive 
to fulfill the Ministry's needs. Furthermore the manufacturer was not interested in 
upgrading their instrument in light of the expected market. 

We took a commercial NO/NOx chemiluminescent analyser and modified it to measure Nickel 
Carbonyl. To measure Ni(CO) 4 rather than NO major changes were made to the plumbing of 
the instrument. An additional input to allow the addition of carbon monoxide to the 
air stream and a permeation based air dryer was added to the inlet of the instrument to 
remove problems encountered with water vapour. The filter in front of the 
photomultiplier was changed to give maximum sensitivity towards Ni(CO) 4 while 
discriminating against Fe(CO>5 and NO. The reaction vessel was increased in size to 
improve sensitivity. A calibration protocol was developed to allow in-situ calibrations 
of Ni(CO) 4 . 

The instrument has shown a linear response to Ni(CO) 4 over an order of magnitude range 
of Ni(CO) 4 concentrations and has a detection limit of 10 ppt. 

Notes : The original photomultiplier provided with this instrument catastrophically 
degraded during the testing of the instrument. It has been replaced with a 
Hamamatsu tube. This tube does not respond in the red so does not need to be 
cooled, thus the fuse on the cooler circuit has been removed. It is normal for 
this tube to have a high but stable dark current. 
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Title: Elemental Composition of Air Particulates Inside and Outside a Building 

Abstract : 

Air particulates have been collected simultaneously outside and in several rooms inside 
a school in Kingston, Ontario for two week periods, one during the heating season and 
the other in the late spring. The time sequence of the deposition was obtained as a 
streak on nucleopore filters which moved past a 2mm x 4mm nozzle at 1 mm/hr. The 
elemental composition of the deposit was determined with particle induced x-ray 
emission, a non-destructive technique which is capable of measuring minute quantities 
( 0.5 ng) of all elements with atomic number greater than 12. The elements A1, Si, S, 
C1, K, Ca, Ti, Mn, Fe, Cu, Zn, Br and Pb were detected. Several factors, human motion, 
outside air load and human activity, determine the concentration of the elements inside 
the various rooms of the school. Models for the dependence of the concentrations on 
these factors have been developed. Through principal component factor analysis, several 
sources, such as soil, automobile emission and combustion were identified as 
contributors to the air particulates in all locations while specific sources, such as 
aerosols due to human activities, were found in some rooms. 
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Title: Study of the Thermal Reactions of Polychlorinated Dibenzo-p-Dioxins 
on Flyash Particles under Incinerator Conditions. 

Abstract : 

Very little is known about the formation process mechanisms of chlorinated 
dibenzo-p-dioxins in municipal incinerators. The most acceptable mechanism is that they 
result from catalytic reactions on the surface of flyash particles in the incineration 
process. Some organic compounds and specifically chlorinated dioxins are known to 
undergo gas-solid reactions on flyash and have been shown to chemisorb onto the surface 
of flyash particles. 

To investigate the possibility of gas-solid reactions producing chlorinated dioxins from 
precursor compounds, we constructed a simple flowtube apparatus consisting of a 
compressed gas supply, rotameter, a heated reaction zone containing exhaustively 
extracted clean flyash, a cooled impinger and a florisil guard trap. ^C-labelled or 
unlabelled chlorinated phenols in solution were deposited on glass beads at room 
temperature. These beads were placed in the flowtube just upstream of the flyash. The 
one hour experiments were done at 300 °C under a 10 mL/min. nitrogen flow. 

Chlorinated dioxins with "*€ were recovered from the flyash and from the impinger rinse 
after passsing 13 C-labelled pentachlorophenol through the flyash from a refractory- wall 
incinerator located in Toronto. A similar experiment using flyash from an energy 
recovery municipal incinerator in Japan yielded much lower amounts of chlorinated 
dioxines. Only minor amounts of octachlorodioxin were produced when using a bed of 
ground firebrick and an empty flowtube, indicating the presence of the catalytic flyash 
is necessary to form the full range of dioxin congeners. 

Experiments using 2,4,5-trichlorophenol and 3,4,5-trichlorophenol yielded chlorinated 
dioxin isomer distributions very different from each other and from that arising from 
pentachlorophenol. The fact a distribution of isomers is observed, rather than a single 
product from the condensation of two tri- chlorinated phenols, indicates that both 
chlorination and dechlorination reactions are occurring on the flyash surface. The 
production of chlorinated dioxins from 3,4,6-trichlorophenol is interesting since this 
compound does not possess a chlorine ortho to the hydroxyl group, which is necessary for 
condensation and ring closure to form dioxins. 

Further experiments are underway to find correlations between the physical and chemical 
properties of these flyashes and their activity with respect to the production of 
dioxins . 
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Title t Continuous Emission Monitoring for Total Hydrocarbons at 
Sewage Sludge Incinerators* 

Abstract : 

Total hydrocarbon (THC) analyzers for use in stack monitoring are based on the flame 
ionization detector (FID). 

A program was recognized in the operation of THC analyzers at sludge incinerators; 
frequently, the FID remains operational for only a few hours before failing and forcing 
system shut-down. To correct this situation, Amko Systems Inc., in consultation with 
the Air Resources Branch, undertook to research this problem. 

Our monitoring package consisted of a heated dilution system (ADS), developed by us, 
that was connected to one ratfisch FID total huydrocarbon analyzer. Signal was connected 
to the strip chart recorder. 

The ADS was designed to 1) coarse and fine filter the incoming sample, 2) proportion 
dilution air, with use of a differential pressure regulator, into the sample capillary 
and 3) progressively elevate the sample temperature as it is drawn towards the analyzer. 
The sample is, in this process, fed through the filters at approximately 130°C, into the 
capillary at 140°C and into the FID at 160°C. The problem of the condensation of high 
boiler organics is thus addressed. 

The dilution ratio chosen for this facility was a moderate 1:1. 

Results 

The Dilution system functioned for a continuous time of 559 hours before requiring 
maintenance of a 15 minute filter change. 

During the entire 32-day test period, the dilution ratio did not vary by more than +2.5% 
of the initial value. 

Zero drift was, for this purpose, negligible. 

The result of this project indicates our heated dilution system to be a viable approach 
to achieving acceptable up-times for hydrocarbon analyzers in sewage sludge 
incinerators. (The system on location for the previous seven years did never operate 
for more than three days continuously). 
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Title : Study of the Spatial Distribution of the Impact of 
Sudbury Smelting Emissions. 

Abstract : 

The two mining and smelting operations near Sudbury are the source of greater than half 
of the total SO2 emissions in Ontario (Tang et al, 1984). These releases are examined 
to improve the understanding of the resulting areal deposition patterns. The intent of 
this focus is three fold: 

(i) to develop contouring procedures which will allow generalization of 

point-specific measured information and to indicate percentages of regions 
which would be impacted by various levels of remedial 
control-technologies ; 

(ii) to better understand the long-term deposition levels, reflecting 
meteorologic variability on annual and seasonal levels; and, 

(iii) to compare with monitoring station records to observe whether additional 
and/or fewer monitoring stations may be appropriate. 
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Title: 



lbs tract : 



Characterization of Building Wake Effects at Darlington Nuclear 
Generating Station using Sulfur Hexafluoride (SF6) as a Tracer. 



A field experiment was conducted at Darlington nuclear generating station to investigate 
the effects of the structure on the effluents released from the top of the vacuum 
building and the power station building. Sulfur hexafluoride (SF6) was released for 
three to four hours, and sampling was carried out on fixed arcs and with a real time 
monitor mounted in a mobile van. Simultaneous meteorological data was collected with a 
doppler acoustic sounder, and four instrumented meteorological towers located on the 
site. 

Under moderate winds, mixing in the building wake was quite evident. The plume was 
observed to be well mixed and well defined. Under light winds the plume was not 
discernible and under strong winds, large fluctuations in (SF6) concentration were 
observed at a fixed location. Analysis of the data is under way to quantify the impact 
of the vacuum building and the generating station building, on the dispersion of 
effluents released from top of these structures. 
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Title: Predictive Models in Hazard Assessment of Great Lakes 
Contaminants for Fish. 

Abstract : 

A hazard assessment scheme was developed and applied to predict potential harm to 
aquatic biota of nearly 500 organic compounds detected by GC/MS in Great Lakes fish. The 
frequency of occurrence and estimated concentrations of compounds found in lake trout 
(Salvelinus namaycush ) and walleyes ( Stizostedion v. vitreum) were compared with 
available manufacturing and discharge information. Bioconcentration potential of the 
compounds was estimated from available data or from quantitative structure- activity 
relationship (QSAR) calculations. We also measured the acute toxicity to Daphnia pulex 
(48-h EC50's) of 35 representative compounds and compared the results with acute 
toxicity values generated by QSAR. The QSAR-derived toxicities for several chemicals 
underestimated the actual acute toxicity by one or more orders of magnitude. A multiple 
regression of log EC50 on log water solubility and molecular volume is a useful 
predictive model. Additional models providing insight into toxicity utilize 
solvatochromatic parameters that measure dipolarity/polarizability, hydrogen bond 
acceptor basicity, and hydrogen bond donor acidity of the solute (toxicant). 
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Title: The Control of Toxic Trace Contaminants in Municipal Wastewater 
Treatment Plants. 

Abstract : 

The removal of toxic trace contaminants in activated sludge treatment plants occurs by 
volatilization, adsorption and biological degredation. Data will be shown to 
demonstrate these phenomena for activated sludge systems treating municipal wastewaters. 
It has been established that many trace contaminants can be removed successfully if 
biological treatment plants are operated at high SRTs. A surrogate parameter that may 
be used to ensure plants are operating at high SRTs is that of nitrification. Data will 
be presented to substantiate this supposition. The variability of trace contaminants in 
municipal wastewater is not established. Data from an ongoing study that addresses the 
measurement and control of varying concentrations of trace contaminants will be 
presented. 
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Title : Trace Organic Contaminant Removal From Drinking Water 

Abstract ; 

As public concern for the quality of drinking water in Ontario continues to grow, 
considerable research has been undertaken to re-examine conventional treatment 
methodologies as well as alternate processes for the removal of trace levels of organic 
chemicals, including adsorption by granular activated carbon (GAC). 

This project has been undertaken to determine the following: 

9 the effectiveness of optimized conventional drinking water treatment for the removal 
of trace organic contaminants; 

the effectiveness of activated carbon adsorption removals of trace organic 
contaminants when used in the add-on contactor mode. 

° process operational parameters for the optimized operation of full scale water 
treatment plants and GAC adsorbers used in the add-on mode for organics removal; 

° process operational parameters for the optimized operation of full scale water 
treatment plants and GAC adsorbers used in the add-on mode for organics removal. 

Jar testing and pilot plant operations are being conducted on site at the Niagara Falls 
Water Treatment Plant, using the Niagara River as the raw water source. 

In this paper the results of the jar testing program to select chemicals to optimize the 
conventional treatment process for organics removal are discussed. Further the 
conventional treatment process evaluation methodology and results are discussed based on 
the operation of the pilot plant. 
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Title : The Role of Organic Carbon in Controlling the 
Occurrence of Denitrification in Groundwater. 

Abstract ; 

The role of organic carbon in controlling the occurrence of denitrification in two 
sandy, unconfined aquifers beneath agricultural land in Southern Ontario was 
investigated. Initial field monitoring showed denitrification to be an active process 
in an aquifer with a watertable close to ground surface, but to be relatively 
unimportant in a second aquifer with a much deeper watertable. It was postulated that 
the occurrence of denitrification was controlled by the availability of labile organic 
carbon. Profiles from ground surface to below the watertable of solid and dissolved 
organic carbon, and the ability of subsurface materials to support denitrification in 
the laboratory were generated. The results indicate that the ability of subsurface 
materials to support denitrification depends on the size of the organic carbon pool, and 
that denitifi cation is carbon-limited at depth. 

The rate of denitrification was measured in-situ in both aquifers, with and without the 
addition of organic carbon. Denitrification occurred without but was enhanced by, the 
addition of organic carbon at the denitrifying site. This indicates that although 
sufficient carbon was present to support denitrification, the rate was limited by carbon 
availability. At the non-denitrifying site denitrification did not occur unless organic 
carbon was added. This demonstrates that the non-occurrence of denitrification in this 
aquifer is due to the lack of a sufficient source of organic carbon for denitrifying 
bacteria. Denitrification was not limited at either site by the absence of denitrifying 
bacteria. 
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Title: Reproductive Outcomes in Southwestern Ontario, 1980 to 1985 

Abstract : 

This epidemiologic study, supported jointly by the Ministry of the Environment and the 
Ministry of Health, was designed to determine if drinking water from the St. Clair River 
was associated with increased risks of adverse outcomes of pregnancy and mortality in 
the first year of life. The outcomes of interest include: spontaneous abortion, 
stillbirth, low birth weight, selected congenital anomalies and perinatal, neonatal and 
infant mortality. First, the frequencies of these outcomes in the populations of Kent 
and Lambton Counties will be compared with those of the Ontario Southwest Region and the 
Province as a whole to determine if any excesses occurred. Second, the approximately 
400 mothers in Kent and Lambton Counties who experienced, or whose children experienced, 
abnormal outcomes and a like number of individually-matched control mothers will be 
interviewed to assess their sources of drinking water during the index pregnancy and to 
document the frequencies of several other variables known to be associated with the 
outcomes of interest. Third, this study will examine the relationship between the 
occurrence of adverse outcomes and specific chemical spills by comparing the outcomes of 
pregnancy in a cohort of exposed women with those of a matched cohort of unexposed 
women . 
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Title i Organic Contaminant Structure-Property -Toxicity Relationships 
for Aquatic Organisms. 

Abstract ; 

Two intercalibrated toxicity test systems with Daphnia and Artemia have provided 
consistent acute lethality data for hydrocarbons and chlorinated hydrocarbons in aqueous 
solution. Significant quantitative structure-activity relationships (QSARs) have been 
and continue to be established with these tests for several classes of pollutants which 
are of concern to the MOE. These QSARs can provide information which is of assistance 
in the formulation of Provincial Water Quality Objectives. These empirically-derived 
QSARs are used to validate and refine proposed toxicity models or simple "rules of 
thumb''/ which in turn provide estimates of toxicity based on properties of the chemical/ 
for situations in which experimental toxicity data are unavailable. The importance of 
molar volume for estimating toxicity has recently been assessed (by re-analyzing our 
data and that of other workers) and will be discussed in terms of these toxicity 
models . 

Since pollutants most often occur at sub-lethal levels and in mixtures/ QSARs are being 
developed to treat such situations. One aspect is the development of a 7d life cycle 
test with Ceriodaphnla to provide chronic toxicity data for single compounds and simple 
mixtures. This work will be described and discussed in a QSAR framework. 
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Title ; Effect of Lead, Cadmium and Mercury on the Tissue of 
Young Fish and Rats: Development of a Bioindicator . 

Abstract : 

Exposure of fish to heavy metals in the laboratory, in static and flow bioassays, and in 
Ontario lakes, has been studied by measuring key enzymes involved in growth. There has 
been a scarcity of information on disturbances of the function of protein synthesis, 
energy-producing glycolytic enzymes and membrane interfacial enzymes in fish following 
low and high levels of toxic metal in the water. Thus we are correlating these 
activities with the metal levels in the animal in order to develop a more sensitive 
bioindicator test. 

Fish exposed to Hg (30 ug/1) for six weeks exhibited statistically significant decreases 
in the enzymes of protein synthesis both in the liver, and also in the muscle, thus 
indicating an important reduction in the capability for growth. Fish from impacted 
lakes showed similar results. 

Shorter exposure to higher Hg levels resulted in similar disturbances of protein 
synthesis. Low levels of Hg (e.g. 0.1 ug/1) trigger mRNA in fish liver for such 
activities as metallothionein gene expression. 

Four glycolytic enzymes were measured in fish livers and muscle after exposure to Hg 
(30ug/l) for 3 or 6 weeks, and in fish from impacted lakes. Lactic dehydrogenase (LD) 
activity and glyceraldehyde-3- phosphate (GAP) dehydrogenase activity were decreased up 
to 50% under the most severe conditions. 

Three "marker" enzymes of the membrane interface between the cell and its extracellullar 
environment were also studied because: (1) heavy metals such as Hg are believed to 
disrupt the integrity of the membrane, and (2) these enzymes might be useful for easily 
conducted field assays. Contrary to what was expected, only modest effects of heavy 
metal exposure were observed in one of the three enzymes: s-glutamyl transpeptidase. 
This enzyme plays an important role in the transport of amino acids in tissues. 

Exposure of fish to combinations of Cd (0.25ug/l) and Pb (25ug/l) with Hg (0.25 ug/1) 
did not exhibit a synergistic effect upon the protein synthesis and glycolytic enzymes, 
thus confirming separate experiments on mammals. 

The results of this work show that we can use certain enzymes as sensitive indicators of 
Hg toxicity. 
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Title: 



In Situ Assessment of Mixed Copper and Zinc Impacts on White Sucker 
( Catastomus commersoni ) Populations in Several Northern Ontario Lakes: 
An Evaluation of the Environmental Health Approach to Validating Water 
Quality Criteria. 



Abstract : 



Several lakes in the Manitouwadge district of Northern Ontario exhibit elevated levels 
of copper (11-13 ug/1) and zinc (220-236 ug/1) associated with mining activities. Since 
reproductive capacity may potentially represent the most toxicant-sensitive facet of a 
fish's life history, white sucker populations in the Manitouwadge district were examined 
for evidence of reproductive impairment associated with their chronic exposure to 
elevated metals. Fish from metal contaminated lakes showed decreases in length/ weight 
and growth relative to the control site. They also exhibited an increased heptosoraatic 
index and an increased incidence of failure to spawn. Although there were no 
demonstrated differences in fertilization rate in the laboratory, or in situ, this study 
suggests that there are significant impacts of chronic exposure to waterborne metals 
which are not evident from a cursory examination of reproductive potential. The 
increased relative fecundity, decreased egg size, increased milt volume/ normal 
fertilization rate and natural fungicidal properties of waterborne copper appear to 
result in the presence of enormous numbers of sucker eggs on the spawning beds of metal 
contaminated sites. Eggs collected from fish at contaminated sites hatched into 
larvaelarvae which exhibited significantly decreased length and weight relative to 
control sits, as well as increased developmental rate, poorer conversion to exogenous 
feeding and a marked decrease in survival time in the absence of food. It is unclear at 
this time whether a further decrease in egg size evident after in situ fertilization 
would result in a reduced recruitment to the lake population, despite an apparent 
increase in the numbers of eggs released. Although eggs hatched in the laboratory were 
never exposed to metals, larvae coming from contaminated sites were consistently more 
resistant to toxic levels of copper than were control larvae, except for a brief period 
during transition to exogenous feedings. Effects of both age and food availability were 
noted on both the tolerance and resistance of the larvae to copper exposure. 
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Title ; The Fate of Toxic Organic Chemicals in Sewage Treatment Plants. 

Abstract : 

A predictive model describing the fate of organic chemicals in a water pollution control 
plant has been developed, based on the "fugacity" modelling system. By estimating a 
prevailing fugacity in each of the primary, aeration, and secondary settling tanks, 
chemical concentrations in the water, air, and sludge can be calculated. Thus fluxes 
can be estimated and a mass balance assembled. 

Comparison of the fugacity model with the predictive fate models developed by Blackburn, 
et al. and Roberts, et al. and other workers show good agreement. 

The fugacity model was also subjected to tests of validity by the following methods: 

1 ) conducting laboratory- scale experiments for chemical stripping, stripping-sorption 
and stripping-sorption and biodegradation and comparing experimental results with 
the predicted values. 

2) comparing the fugacity model predictions with data obtained form the literature, and 
from full-scale water pollution control plants. 

In all cases, it was observed that the model predicted the fate of organic chemicals 
with fair accuracy based on reasonable estimates of biodegradation rate constants. It 
is concluded that the model can be used to give estimates of the fate of organic 
contaminants in treatment plants. 
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Title: Toxicity of Pentachlorophenol to Zooplankton 

Abstract ; 

A static with renewal chronic toxicity test was used to evaluate the impact of sublethal 
concentrations of pure (99.9%) pentachlorophenol (PCP) and a technical (82.0%) 
formulation of pentachlorophenol on the life history criteria of Daphnia magna . The 
daphnids used in the experiment were produced by a cohort of adults exposed to the test 
conditions in an environmental chamber (temperature - 20.0 _+ 1°C; photoperiod - 16 
light: 8 dark h). The experimental design included three concentrations of pure and four 
of technical PCP. There were 20 daphnids in each treatment, one daphnid per beaker with 
80mL of test solution in each beaker. Test solutions were made form the stock solutions 
of PCP (1,000 mg/L) by dilution with aerated well water and an acetone equivalent of the 
maximum PCP concentration served as controls. Test solutions were renewed every second 
day at which time the organisms were fed 2.5 mg green algae/L« The experiment was 
conducted over the entire lifespan of each daphnid (max. 164 d) and the impact of PCP on 
longevity, time to appearance of the primiparous instar, time to release of first brood, 
number of young produced per daphnid, number of moults and production of ephippia was 
evaluated. The results of this experiment will be summarized and presented in a poster 
presentation pending analysis of these data. 
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Title i Development of a Standard Clam Biomonitoring Methodology for the 
Detection of Trace Contaminants within Water of the Ontario Great 
Lakes Region. 

Abstract ! 

Clams have been used for several years by the Ontario Ministry of the Environment for 
the detection of trace contaminants of several types. The method has proved successful 
in locating contaminant plumes and cross-boundary contamination in rivers. The method 
has two advantages over strictly chemical monitoring. The first is that the results are 
time-integrated over the entire exposure period and the second is that it yields a 
direct measurement of a biological effect. 

The source of clams to date has been one of the Kawartha Lakes, Balsam Lake. Elliptio 
coaiplanata is the species that has been used until now. Part of our work has involved 
searching for new sources of uncontaminated clams, possibly clams of other species. 

The rest of our work has been experimental in nature. There was a need to determine 
what effect, if any, certain factors have on the uptake of trace contaminants. Choosing 
Niagara-on-the-Lake as an experimental site, we have looked at the effects of different 
methods of transportation and deployment of clams and preservation of clam tissues on 
measured uptake of PCB's. Different methods of transportation included transporting 
clams at various temperatures in water or merely moist in air. The deployment methods 
that were tested involved different types of clam cages in which clams may filter river 
water to a greater or lesser extent. Preservation methods included storage of live 
clams on ice for a short period of time and immediate shucking followed by freezing on 
dry ice. We have also experimentally varied the temperature of the river water to see 
the effect of this variable on PCB uptake. 
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Title : Evaluation of Data on the Effects of Hydraulic Characteristics and Effluent 
Chlorination on the Incidence of Micro-Organisms of Public Health 
Significance in Receiving Waters. 

Abstract : 

The bacteriological impact of treated municipal effluent discharges to natural water 
bodies was analyzed. The studies used data gathered for the Ontario Ministry of the 
Environment by BEAK Consultants Limited during 1979-80 at the following sites: 

° Thames River at Ingersoll 
° Grand River at Grand Valley 
° Otonabee River at Peterborough 
° Lake Ontario at Port Hope 

The review of raw data and the analyses focused on three objectives: 

(1) selection of mathematical models and evaluation of their applicability; 

(2) determination of travel times in receiving waters at which the total and fecal 
coliform (TC and FC) densities are reduced to 1000/100 mL, respectively, for both 
chlorination and nonchlorination periods; and 

(3) establishing probabilistic distributions of pathogenic bacterial densities when (a) 
TC density range is 100 to 1000/100 mL or FC density range is 10 to 100/100 mL, and 
(b) TC density range is 1000 to 10,000/100 mL or FC density range is 100 to 1000/100 
mL. 

The state-of-the-art models suitable for the studies were reviewed in conjunction with 
the available data. The plug flow model was selected to be suitable for each river 
site. The lake site had large fluctuations and/or insufficient information, and hence, 
the data were not analysed. Plug flow model predictions for individual sampling days at 
each river site were in reasonable agreement with measured values in most cases within a 
factor of one-half log cycle. 

The travel times at which the TC and FC densities reach 1000/100 mL and 100/100 mL, were 
smaller for the disinfected effluent discharges compared to the no ndis infected 
discharges and were affected by receiving water densified of TC and FC. 

The correlations between the pathogenic and indicator bacteria were very poor for the 
Grand and Thames River sites. The Otonabee River data showed correlations between: (a) 
Klebsiella and TC; (b) P. aeruginosa and FC; and (c) Klebsiella and FC when the 
data are partitioned to eliminate low values biases and to consider the sensitivity of 
the bacterial density determination. 



- 41 - 

ABSTRACT FORM 



Author : Joan M. Herskowitz 



Address : Water Resources Branch, MOF, 1 St. Clair Ave. West 
Toronto, Ontario Phone (416) 965-1655 



Co-Authors : Steve A. Black and Werner Lewandowski 



Topic Area : Air | |, Water |x|. Waste | |, Analytical | | 

Environmental Economics | \ 
Do you prefer presenting: A paper |x|, a poster session | S 



Title; Listowel Artifical Marsh Treatment Project 

Abstract : 

Five separate cattail ( Typha spp. ) marsh treatment systems, occupying a total area of 
8670 m 2 , were operated for four years (1980-1984). Several different marsh designs and 
two pre-treatment types, namely, complete-mix aeration cell effluent 

(average BOD5=60 mg L-') and lagoon effluent (average BOD5=20 mg L- 1 ), diverted from the 
existing Town of Listowel sewage works, were tested. The method of pre-treatment was 
shown to influence marsh operation and the quality of the final marsh effluent. 
Channelized marshes yielded the highest treatment efficiencies as this configuration 
provided greater control over flow distribution and wastewater retention time. Removal 
efficiencies declined when the hydraulic detention time, regulated by seasonal 
adjustments in water depth, deviated from the range of 7-14 days. 

Marsh effluent quality achieved in the experimental systems was at levels between 
conventional secondary and tertiary treatment. The four year annual average effluent 
quality in the channelized marshes in terms of BOD5, SS, TP and TKN was 7.6, 9.2, 0.5 
and 6.2 mg L- 1 , respectively, in the system receiving lagoon effluent (System 3) and 
9.6, 8.0, 0.6 and 8.7 mg L- , respectively, in the system receiving aeration cell 
effluent (System 4). 

Large BOD reductions were maintained throughout the year, including winter months when 
average wastewater temperatures were less than 2°C. Elevated ammonia, hydrogen sulphide 
and phenol levels in the marsh effluent in summer and at the end of the winter season 
were attributed to anaerobic conditions, whereas low temperatures appeared to be the 
major factor in decreased ammonia removal in the winter months* The observed decline in 
annual phosphorous retention suggests progressive saturation of the phosphorus adsoption 
capacity of the sediment. Large reductions in fecal bacteria were achieved in the 
marshes although in some months levels exceeded Ministry objectives for disinfected 
effluent. Increased removal efficiencies, resulting from the implementation of pilot 
study recommendations, are expected in the full-scale marsh treatment facility currently 
in operation at Port Perry, Ontario. 
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Title: A Low Pressure Hydrocyclone for Use in Sewage Treatment 

Abstract ; 

The objective of this project is to explore the possible use, in sewage treatment, of a 
new form of hydrocyclone, which can be operated at very low pressure differentials due 
to recovery of kinetic energy. While the major emphasis in the project is on efficient 
removal of fine grit there is also the possibility of using such a system for removal of 
faster settling organics thus replacing some primary clarification. 

Rather than using designs of hydrocyclone similar to those used in other industries, it 
was decided that a special design should be developed to fit the special needs of the 
sanitary treatment process. The unit should have a large enough capacity to avoid 
installations with large banks of units, should have large enough clearances to avoid 
blockages, should be able to remove over 90% of 200 mesh sand particles and should be 
short enough to fit into a building with modest headroom. 

The final design of hydrocyclone made to fit these needs with estimated hydraulic 
capacity and separating performance based on tests of similar smaller units is as shown 
below: 

Dimensions 

Barrel diameter 25 inches or 63 1/2 cms 

Piping size 6 inches or 15 1/4 cms 

Length 7 feet or 2 1/8 meters 

Performance at 3 meters pressure differential 

Flow 445 USgpm or 28 litres/second 

Grit size removable at 50% efficiency 35 microns 

Overflow rate 15 USgpm/ sq.ft. or 

(Clarifier Equivalent) 10.5 litres/sq.m. second 

The predicted overflow rate is roughly 1/10 that used for design of grit channels and 25 
times that of most primary clarifiers. 

The research plan involves preliminary testing on controlled media at the University to 
evaluate flow and solids removal prior to installation in the field. The arrangement 
for this laboratory testing is almost completed and the results will be presented. A 
discussion of the nature of hydrocyclone and how specially designed units might be used 
in treatment of municipal and industrial effluents will also be included in the 

presentation . 
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Title ; The Effects of Rural and Suburban Development on Surface Water Quality in 
Five Selected Subwatersheds on the Upper Huraber River. 

Abstract ; 

Previous research on the Upper Humber River indicated a combination of diffuse and 
point- source inputs were responsible for the observed widespread water quality 
degradation. The present study was conducted to assess in greater detail the relative 
pollutant contributions from five of the most predominant land use types within the 
watershed: suburban construction, agricultural row crops, livestock access, streambank 
erosion and undisturbed forest. The five study subwatersheds, ranging in size from 2.6 
to 21.9ha were all located in the northwestern portion of the Humber River watershed. 
Surface water samples, under dry, wet and spring melt conditions, were collected at 
stations immediately upstream and downstream of each land use area, eliminating as much 
as possible any extraneous inputs. Bed sediment and soil samples were also collected on 
occasion and bed load samplers and off-stream sediment traps installed. Preliminary 
results indicate severe microbiological pollution occurring through the livestock 
subwatershed under all weather conditions. With one exception, fecal coliform densities 
ranged from approximately 200 to 500,000 counts/1 00ml during dry weather and FC 
concentrations in downstream bed sediments exceeded 4500 counts/gm sediment. 
Suprisingly high FC concentrations were also noted within the heavily forested "Control" 
subwatershed; possible sources are suggested. Concentrations of chemical parameters 
generally appeared low within all subwatersheds under dry weather conditions. Spring 
melt and wet weather data are currently being analysed. On the basis of hydrologic and 
precipitation data, annual parameter loadings are estimated for each study subwatershed 
and the results generalized to the entire Upper Humber River basin. 
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Title: 



Abstract: 



Humber River/Black Creek: Detailed Bacteriological Water Quality Study 
Examining the Impact of Sediment and Survival Times. 



Studies to assess the effect of sediment resuspension upon bacterial loading of the 
water column were carried out at six sites along the upper and lower Humber River and 
Black Creek. Bacterial contribution from sediment was measured during dry weather 
(before and after mechanical agitation of the sediment); wet weather; and intermediate 
periods within two days after a rainfall. The results showed that during dry weather, 
at locations with consistently high point source bacterial loadings, samples taken from 
the water column after mechanical sediment agitation exhibited higher fecal coliform and 
Escherichia coli counts than samples taken before agitation. During wet weather, 
bacterial densities were usually observed to be higher than those induced by dry weather 
sediment agitation. This suggests that localized sediment resuspension is only one of a 
number of sources of bacterial pollution during storm events. 

The survival rates of water quality indicator bacteria were also monitored to determine 
their response to the Humber River environment. Bacterial survival was found to be 
somewhat influenced by site-specific factors such as temperature and nutrient input For 
example, E. coli exhibited a 80 to 98% die-off rate within 24 hours at sites impacted 
upon by sewers, while a greater than 99% die-off rate was noted as sites not receiving 
nutrient enriched effluents. Streptococcus faecalis exhibited die-off rates similar to 
E. coli at most of the sites, whereas S^ faecium survived somewhat longer. All three 
indicators survived better when the water temperature was lower than 10°C. 
Streptococcus bovis was found to exhibit rapid die-off in surface waters, i.e. greater 
than 99% in 24 hours. 
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Title : Feasibility of Plant Harvesting in Water Quality Amelioration 
and Phosphorus Management in Shallow Impoundment. 

Abstract : 

In a survey of southern Ontario reservoirs/ eutrophication, as indicated by aquatic weed 
proliferation and/or algal blooms, was reported as a major management problem in over 
80% of the impoundments. Aquatic plant harvesting may be useful in nutrient management 
in the reservoirs. In shallow impoundments where macrophyte biomass is high relative to 
the total volume of water, long-term harvesting, combined with control of nutrient 
sources, may effectively reduce loadings to downstream waters. 

The Orangeville Reservoir, located at the headwaters of the Credit River, is highly 
eutrophic and contains heavy growth of aquatic macrophytes ( Myriophylum spp. ) . The 
Credit Valley Conservation Authority wishes to maintain or improve water quality and to 
improve the recreational potential of the reservoir. To this end, a mechanical plant 
harvesting program was initiated in 1984. This study evaluates the harvesting program 
and its potential for water quality improvement in Orangeville Reservoir. 

Based on an estimated input-output budget for phosphorus and nitrogen in a preliminary, 
the reservoir was found to act as a nutrient sink. The major storage compartment for 
both nitrogen and phosphorus was the highly organic sediments. Net phosphorus retention 
by aquatic vegetation was small; therefore, it is unlikely that plant harvesting will 
reduce phosphorus concentrations in the water. This was attributed to most of the 
phosphorus used by plants being obtained from the sediments. There was no indication of 
phosphorus release during winter die-off, suggesting that phosphorus tied up in the 
plants is returned to the sediments. On the other hand, up to 55% of total nitrogen 
requirements of plants appeared to be met from the water column. Thus, harvesting 
represents a potentially effective method of nitrogen control. 

The monitoring program has been expanded and is being continued through one full year 
(1986) using more intensive water quality sampling and stream flow measurements to 
refine the nutrient budgets and to determine harvesting optimality in biomass and 
nutrient removal in the reservoir. The 1986 program will be complete in December 1986, 
and will be reported in early 1987. 
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Title : Two Bioassays for the Rapid Determination of the Effects of Dredged 

Sediment Disposal on Primary Production and Phosphorus Kinetics in Open 
Waters . 

Abstract : 

The open water disposal of dredged lake sediments can have potential toxic effects on 
the primary production in the receiving waters. In addition, the availability of 
nutrients and their cycling can be greatly affected. To date studies of dredgeate 
toxicity have examined only the effects on photosynthesis and have used only the 
sediment elutriates to assess toxicity. We now present two bioassays that (1) allow the 
determination of toxic effects of whole sediments on primary production/ as opposed to 
sediment elutriates or extracts, and (2) allow determination of the effects of whole 
sediments and elutriates on phosphorus cycling. 

The effects of Lake Ontario sediments on the primary production and phosphorus kinetics 
of epi limnetic phytoplankton assemblages were investigated. Sediment toxicity was 
assessed using sediment elutriates and whole sediments. The effects of both, on primary 
production, were measured using the incorporation of 1 *C, into DMSO extractable 
compounds, over a range of irradiances. Elutriates prepared from polluted (Niagara 
River Mouth) and unpolluted (Mid Lake) sediments failed to show any toxic effect at a 
10% (v/v) dosage, but whole sediment depressed the maximal photosynthetic rate (Pmax) by 
up to 70%. 

The effects of sediment disposal on phosphorus cycling were assessed using 32 P-P04 
uptake kinetics. Phosphate turnover time was found to increase in a linear fashion with 
elutriate dosage. This effect was much greater with the Mid Lake elutriates. The 
addition of whole sediment caused much greater increases in turnover time than was seen 
with elutriates. The addition of heat killed sediment caused increases in turnover time 
lower than those shown by the lutriates. 

The observed effects are best explained by the high concentrations of phosphorus and 
toxic chemicals that are present in the sediments but not extracted during the 
elutriation process . The high concentration of bacteria in the sediment and its 
physicochemical properties of sediments may plan an important role. These bioassays can 
be used to rapidly assess the potential toxic effects of dredged sediments, before 
disposal in open water. 
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Title: Stochastic Estimation of Ambient Water Quality in the Thames River. 

Abstract : 

Quantifying the variations in water quality parameters is essential to developing 
objective policy for the management and control of toxic contaminants in Ontario 
streams. In this regard, research into the probability and stochastic features of 
phosphorous and suspended sediment concentrations in the Thames river has been 
performed. Mathematical models describing these features have been developed for 
monthly water quality events. Investigation in the probability behaviour of these 
events reveal that the governing probability distribution was not fixed for all months, 
but would change on a monthly basis. These distributions were also observed to be 
strongly non-Gaussian. The probability density functions were described using a five 
parameter polynomial expressions. This model successfully preserved the key moments 
(mean, variance, skewness, and kurtosis) of the historic water data). 

Stochastic models for the phosphorous and suspended sediment concentrations were 
developed using the ARIMA process. Since this family of processes require that the 
underlying distributions for monthly events be Gaussian and time-invariant, novel 
transformations methods were developed for mapping monthly water quality data from its 
parent distribution to a N(0,1) distribution, for all months. The model constructed for 
the transformed monthly phosphorous variable as an ARIMA [1,1,0], with an autoregressive 
parameter estimate 0^ of -0.546. Transformed suspended sediment data was adequately 
described using a white noise ARIMA [0,0,0] model. 

The modeling methodology developed in this research provides a solid framework for 
modeling water quality data from various streams. These data are likely to be 
non-Gaussian and represented by distributions that change monthly. The devised 
transformation guarantees that the probability distribution of the observed series is 
incorporated in the model. Hence synthetic water quality events generated using these 
models are bound to reproduce the complex non-Gaussian time-varying probability 
distributions, while representing the serial relationship between consecutive monthly 
events. This methodology also allows stochastic models to be developed for streams with 
substantial missing values, without having to make any assumptions about the character 
of the missing values, and thus provides a rational basic for "filling-in" missing 
values in the large set of historic record kept by the Ministry of the Environment. 
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Title : Ottawa River Nuclear Spill Contingency Model Development - Phase II 

Abstract : 

The purpose of the Ottawa River spill model development is to allow contingency planning 
in the case of a nuclear (probably tritium) spill from the Rolphton nuclear power 
demonstration (NPD) facility. A model which stimulates the two-dimensional - 
downstream and cross-stream - flow of pollutant already exists in the form of the 
FORTRAN 77 program TWODIFIN. The purpose of the Phase II Study is to extend this 
program. 

As part of the Phase II Study, a one-dimensional version of the spill model has been 
developed and implemented in the computer program ONEDIFIN. This is a one-dimensional 
model - that is, it treats the river as a one- dimensional line and thus assumes complete 
lateral mixing of pollutant - that can be used to speed up calculations when the 
pollutant is laterally well-mixed. It is a multiple- source model, so that it can handle 
simultaneous spills from different locations, and it allows for first-order decay of the 
radioactive material. 

Another major part of the Phase II Study was to interface the one- and two-dimensional 
programs. In such a hybrid program, the two-dimensional model would be used only for 
the portion of river that is not laterally well-mixed. Elsewhere, the one- dimensional 
model would be used, increasing the speed and efficiency of the calculations. This 
program has been developed and exists in single- and multiple- source versions - ONETWO 
and OTMULT, respectively. 

Along with the main modelling portions, the study also involved the development of 
computer graphics and other programs to make the model interactive and easy to use. 
This is proceeding and it is hoped that the graphics will play a major role in helping 
to analyze and deal with potential spills. Also, model calibration is being performed 
using field data from the 1981 tritium spill from the Rolphton NPD. 
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Title : Hazardous Waste Destruction: An Overview of Approaches and Shortcomings 

Abstract : 

Since 1980, the U.S. Environmental Protection Agency (EPA) has conducted extensive 
research to assess the performance of hazardous waste thermal destruction processes. 
This research has been designed to support the development and implementation of 
regulations and standards for controlling the safe operation of thermal destruction 
facilities in the United States. While these studies have largely shown thermal 
destruction to be the most practical and effective technology available for ultimate 
control of organic hazardous waste materials, some members of the scientific and 
environmental action community remain concerned about the long-term safety of the 
technology. The issues most frequently raised pertain to the possibility that harmful 
levels of heavy metals and incomplete combustion by-products may still be emitted from 
thermal destruction facilities that are otherwise meeting the current RCRA standards. 
The lack of available real-time monitoring techniques for tracking thermal destruction 
efficiency and detecting possible process upsets adds to the uncertainty and perceived 
risks associated with facility operation. 

This paper will summarize the most recent data on thermal destruction facility 
performance with particular attention to metal and organic by-product emissions. 
Ongoing EPA research in this area and in real-time monitoring will be discussed. Real 
versus perceived concerns over thermal destruction will be put in perspective. 
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Title: U.S. E.P.A. Research on Land Disposal of Hazardous Waste. 

Abstract t 

The Land Pollution Control Division (LPCD), Hazardous Waste Environmental Research 
Laboratory (HWERL), U.S. Environmental Protection Agency, in Cincinnati, Ohio, has 
responsibility for research in solid and hazardous waste management with respect to land 
disposal of wastes. To fulfill this responsibility, the LPCD is developing concepts and 
technology for new and improved control systems for solid and hazardous waste land 
disposal; is documenting the environmental effects of various waste disposal practices; 
and is collecting data necessary to support implementation of disposal guidelines 
mandated by The Hazardous and Solid Waste Amendments of 1984 (HSWA). This paper will 
present an overview of the land disposal research associated with the LPCD hazardous 
waste program plan and will report the current status of work in the following 
categorical areas: 

A. Hazardous Waste Facilities - Landfills and Surface Impoundments 

1 . Cover Systems 

2. Waste Leaching/Modification 

3. Flexible Membrane Liners 

4. Clay Soil Liners 

5. Quality Assurance/Quality Construction 

6. Expert Systems 

7 . Corrective Action 

B. Non-Hazardous Waste Facilities 
1. Subtitle "D H Facilities 

C. Technology Transfer 

1. Technical Research Documents 
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Title : Assessment of a Prototype System For Pyrolysis of Refuse Derived Fuel 

Abstract : 

EFW Systems Incorporated have developed and constructed a prototype unit to pyrolyse 
refuse derived fuel (RDF), with the intent of using the pyrolysis gases as an engine 
fuel to generate electricity and as a source of process heat for the pyrolyser. An 
environmental and process assessment of the prototype unit has been made to determine 
potential advantages and disadvantages of the system in comparison to conventional 
municipal solid waste (MSW) incineration techniques. 

The sampling and analytical program is briefly discussed, covering process operating 
conditions/ emission components of interest, sampling and analytical methodologies and 
problems encountered. Data are presented to show the impact on air quality if pyrolysis 
gases were emitted directly to the atmosphere, and the potential problems for unit 
operators resulting from pyrolysis gas leakages. An approximate energy balance for the 
system shows that process modifications would be required to have pyrolysis gas 
available as an engine fuel. 



- 53 - 
ABSTRACT FORM 



Author : G.w. Carter 



Address : Resorption Canada Ltd., 2465 Stevenage Drive , Ottawa 
Ontario, K1G 3W2 Phone (613) 526-1400 



Co-Authors 



Topic Area : Air | |, Water | j. Waste |x|, Analytical | | 

Environmental Economics | I 
Do you prefer presenting: A paper |x|, a poster session | 



Title : Municipal Solid Waste Feasibility of Gasification with Plasma ARC 

Abstract : 

Resorption Canada Limited (RCL), in conjunction with Ontario Hydro Research Division and 
OBOE Engineering Limited, is conducting a feasibility study of the plasma gasification 
of Municipal Solid Waste (MSW), including operational experimentation within the RCL 
Plasma Research Facility in Ottawa, Ontario. The objectives of the study are to 
demonstrate the operational and environmental characteristics of the plasma 
gasification of MSW in order to increase the visibility and potential acceptability of 
the use of plasma technology in such an application. 

This experimentation is expected to largely substantiate the postulated process 
characteristics of plasma gasification of MSW, the most salient of which include: a 4-5 
fold increase in usable output energy compared to input electrical energy which 
represents a theoretical recovery of approximately 95% of the available energy in the 
input material, a product gas with a potential heating value of 300-350 BTU/scf, and a 
potential minimal requirement for environmental controls for the subsequent combustion 
of the product gas or the disposal of the virtually inert byproduct slag. The major 
benefits considered achievable through the plasma gasification of MSW are: more 
flexibility of potential operation since the output is a product gas; lower capital 
costs due to greater potential integration of the process equipment into an owner's 
existing facility; the minimization of undesirable pollution products in the product 
gas and the maximization of the energy recovered from the input material since both the 
operating temperature and the heat transfer rate are variable virtually at will; the 
complete breakdown of the input material and the production of smaller molecules which 
are inherently less hazardous; the processing of input material at any rate from next 
to nothing up to the maximum capacity of the system, all at the optimal operating point; 
the minimization of pollutants exhausted to the atmosphere since the material must first 
pass through two chemical reactions before being exhausted; and, a potential commercial 
market for the virtually inert byproduct slag. 

Stage 1 of the project, which will determine the Higher Heating Value (HHV) of the 
product gas and the total process heat balance, commenced 1 April 1986. Stage 2, which 
will determine the environmental acceptability of the process and the subsequent 
combustion of the product gas is scheduled for commencement early in 1987 dependent on 
the results obtained through Stage 1. Project costs are being shared by the project 
participants, Plasma Energy Corporation of Raleigh, North Carolina and the Ontario 
Ministries of Energy and Environment. 
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Title: Sewage Sludge Compost as Turf Fertilizer 

Abstract ; 

The suitability of the Windsor composted fertilizer for Turf has been evaluated on home 
lawn-type turf (primarily Poa pratensis ) at the Horticultural Research Station at 
Cambridge and on fairway turf (mixed Poa annua and Agrostis palustris ) at the Weston 
Golf and Country Club, Weston, Ontario. At both locations. Turf fertilized with the 
Windsor material was as good as turf fertilized with a urea-based fertilizer. At the 
Cambridge site, the Windsor material performed as well as Milorganite. There appeared 
to be no difference in thatching tendency, susceptibility to drought or disease, in turf 
color or turf growth. On the golf course fairway, the speckling commonly note with urea 
was not evident with the Windsor material. A Poa Annua sward has been established at 
the Cambridge site to evaluate the response of this species to the Windsor material and 
Milorganite during 1987. 
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Title: 



Abstract: 



Waste Management Planning for Pharmaceutical Industry 
Phase I, Inventory and Data Collection 



The survey of waste generated by the pharmaceutical industry in Ontario is almost 
complete. The questionnaire originally prepared by the Ministry was modified, and was 
sent to approximately 70 establishments (manufacturers, hospitals and distributors). We 
have received responses from a little over 60% of the recipients. On the basis of 
replies received, it is apparent that most wastes are incinerated or sent to landfill. 
Notable quantities are, however, going to municipal sewers, including some 
psychotherapeutics, corticosteroids, and biologicals. These are being further 
investigated. The paper will discuss these and other findings in some detail, our 
tentative recommendations and plans for further work. 
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Title: 



Abstract: 



Development of Guidelines for the Utilization of Industrial Waste 
In Backfill and Construction Applications. 



The proposed evaluation guideline used to assess the suitability of industrial waste 
materials for various backfill and construction options will be presented. The 
rationale underlying the guidelines will be reviewed and the specific bulk material and 
leachate quality criteria for various disposal/utilization options will be detailed. 
Specific criteria will be presented for the following options: 

- Lakef ill/Shoreline Disposal 
Unrestricted Land Disposal 
Restricted Land Disposal 

- Construction Applications 

The second portion of the paper will review available Ontario data obtained from 
literature sources dealing with the bulk and leachate quality of the following waste 
materials: 

Coal Ash - flyash, bottom ash 

Foundry Wastes - slags, foundry sands, 

foundry dusts, foundry sludges 
Sewage Sludge Incinerator Ash 
Cement Kiln Dust 
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Title : Numerical and Laboratory Modelling of Two-Phase Flow in Porous 
Media: 1. Two-phase gaseous flow. II. Two-Phase Liquid Flow. 

Abstract : 

Numerical and laboratory modelling of two-phase fluid flow in porous media is taking 
place under a larger project "Assessing the Impact of Hazardous Liquids spilled onto 
Soil." Numerical models to simulate two-phase liquid and vapour situations have been 
developed, and early verification against laboratory data has produced very good 
results. Liquid phase experiments are monitoring the migration of an immiscible liquid 
through a sixty cm. water-saturated vertical sand column. Relative liquid saturation 
behind the intruding front is monitored to steady-state with the thermal conductivity 
probe developed at UW. Relative permeability curves as a function of oil and water 
relative saturations have been developed. 

Two phase gaseous flows are being modelled ina4x1.3x0.3 metre sandbox. Hexane 
liquid is introduced in a pan and allowed to volatilize and migrate away from the 
source. Numerical and laboratory results are compared to determine soil absorption 
properties and variabilities in the parameters governing hazardous diffusion in porous 
media. 
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Title : Development of Plysulfide Technology for Treatment of 
Concentrated Spent Cyanide Liquors. 

Abstract ; 

The polysulfide reaction offers a possibility for a simple effective, and inexpensive 
pre-treatment of concentrated spent cyanide liquors which are a troublesome byproduct of 
electroplating. The feasibility of such pre-treatment has been confirmed in previous 
studies but several technological questions remained unanswered. 

In this study extensive tests on spent plating solutions of various concentrations and 
origin have been performed with an application of calcium and sodium polysulfide. The 
purpose of these experiments was to establish the reliability of the process and its 
optimal conditions. 

To eliminate possible problems with supply of commercial grade calcium polysulfide in 
bulk quantities, and at a reasonable price, experiments have been carried out on an 
on-site production of polysulfide agent from lime and sulfur. A preliminary economical 
evaluation of such a production has been formulated. 

The sludge generated during the polysulfide reaction with the spent liquors has been 
characterized under laboratory scale conditions. More tests in a pilot scale are 
intended. 
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Title : Treatment of Landfill Leachate by Spray Irrigation - Muskoka Lakes 

Abstract : 

This research addresses present and potential problems arising from the installation of 
a spray irrigation system designed to concentrate leachate from the Muskoka Lakes 
Landfill onto a nearby forested area of mixed hardwoods. The forest is now showing 
severe mortality in areas where spraying has been previously concentrated. A brief 
summary of past and ongoing activities is presented. 

Surface and subsurface hydrological investigations have been undertaken with a view to 
reducing the volume of leachate being generated from the estimated current mean rate of 
about 60,000 1.day~ . Feasibility studies are underway to investigate practical means 
of reducing i) the infiltration of incident precipitation through the landfill cover and 
ii) the extent of groundwater contact with landfilled refuse. 

The ability of the local soils to attenuate spray irrigated leachate is being studied in 
the field via soil water regime characterization and soil solution/groundwater sampling, 
and in the laboratory with intact soil leaching columns. 

Time sequenced infra-red aerial photography is being used to monitor the severity of 
perceived stresses imposed on the mixed hardwood forest ecosystem through the growing 
season. More precise field measures of transpiration rate and vegetative growth 
depression are being made with a porometer and increment bore/foliar nutrient sampling, 
respectively. Influences of leachate spraying on soil microbial biomass and respiration 
are also being ascertained. The latter employs a soda-lime CO2 absorption field assay. 
A greenhouse experiment utilizing red and sugar maple seedlings, subjected to foliar and 
soil applications of untreated, lime-treated, and activated carbon-treated leachate will 
assist in further isolating the nature of the vegetative stresses apparent in the forest 
from past spraying sequences. 
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Title: 



Abstract: 



Co-Disposal of Industrial and Municipal Wastes. Part II 



This work is part of a longer term study of factors involved in the mobilization of 
metal species from solids contained in a landfill environment. Current methods of 
testing for the suitability of solids for disposal in municipal landfill sites do not 
take into account the anaerobic environment generated by microbial action or the role of 
biological metal mobilization, and thus the screening tests may not provide the 
appropriate information required. 

In an earlier report the standard EP leach test for a steel flue gas dust was compared 
with modified leach tests with mixed municipal refuse and the steel flue gas dust. In 
this report, results form experimental landfill test columns are presented. The columns 
are designed to provide data on metal mobilization within a municipal refuse landfill 
with and without various loadings of the steel flue gas dust. Both atmospheric and 
controlled water input are compared. 

The results of the work show that the presence of the industrial waste has a beneficial 
effect in inhibiting the release of many metal species over the timeframe studied. 
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Title ; Hazardous Organic Chemicals in Groundwater at Ontario Landfills 

Abstract ; 

Studies have been conducted at five landfills in Ontario ranging in latitude from the 
North Bay landfill in the north to a landfill near Sarnia in the south. The sites 
represent a variety of geologic materials in which migration of leachate-de rived 
contaminants occurs, including sand aquifers, sandy silty glacial till, clayey glacial 
till and fractured shale. With the exception of the clayey till site, at each of the 
sites extensive lateral migration (200m 1000 m) of organic contaminants, 
particularly the common volatile organics, has taken place. These landfills range in 
age from one to three decades. The total dissolved organic carbon in the contaminated 
groundwater is generally in the range of 10 to 200 mg/L. The total load of identifiable 
organic compounds is only a small fraction of this total. The nature of the suite of 
characteristic volatile organics differs considerably from landfill to landfill, and to 
some degree reflects the nature of the industrial base of the municipality. The spatial 
distribution of volatile organics within each plume is generally much more complex than 
the distribution of the standard plume indicator parameters such as total dissolved 
solids, electrical conductance, total dissolved organic carbon and chloride. The design 
of effective monitoring networks for trace organic contaminants is therefore more 
difficult. At the landfill on clayey glacial till, the downward migration of C1- and 
volatile organic compounds was determined through work done in collaboration with the 
Oregon Graduate Center. Vertical cores were collected from the bottom of a five year 
old hazardous waste- disposal pit in unweathered clayey material. These cores show that 
downward contaminant migration has occurred due to molecular diffusion without 
significant influence of groundwater flow. Chloride has diffused 85 cm in 5 years. 
Volatile organic compounds have moved at a slow rate due to adsorption. The clayey till 
below the pit site is 26 m thick and therefore the aquifer below is not threatened. In 
a different context, however, the results indicate that molecular diffusion is a process 
that will cause contaminants to move through compacted clay liners relatively quickly 
even if the liners achieve a very low permeability. 
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Title : Dispersion of the Stouffville Contaminant Plume 

Abstract : 

The quality of groundwater in the Oak Ridges aquifer complex underneath the Stouffville 
landfill site has been monitored since 1968. Data on many chemical parameters allow 
dilineation of the contaminant plume, and assessment of its evolution with time. 

Previous work has identified a thick unsaturated zone occurring above the aquifer, with 
perched groundwater in the overlying Halton till. Numerous ponds present in the area 
suggest that little recharge takes place areally through the till. A recent IGR study 
in the Musselman lake area, immediately upgradient of the site, has described the 
recharge characteristics of the aquifer. A computer model to represent the groundwater 
flow is now applicable. 

Present work aims at gaining more information on the physical properties of the glacial 
outwash forming the acquifer, in order to enable a characterization of the strength of 
the dispersion process. Focus is on the degree of heterogeneity and the spatial 
arrangement of the hydraulic properties. 
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Title: Development of Design Criteria for Optimal Recovery of 
Leachate Under Sanitary Landfills. 

Abstract t 

A two-dimensional finite element model was used to study the effectiveness of tile 
drain systems for capturing leachate escaping from sanitary landfills. Computed 
steady-state conditions were compared with data produced from a laboratory model with a 
homogeneous and isotropic sand medium. Simulations were conducted for single drain 
configurations with varying vertical hydraulic gradients, drain depth, thickness of the 
flow field, drain spacing and recharge rate. Results showed that most of the fluid or 
leachate could be collected if an upward gradient existed between the drain level and 
the bottom of the system. If the gradient was downward, the drains had to be very 
closely spaced in order to collect the fluid. Drain performance depended also on the 
rate of recharge to the system. The amount of recharge controlled, in part, the height 
of the groundwater mound between the drains. Optimum conditions were attained when all 
the leachate was collected with minimum infiltration from the underlying hydrogeological 
unit. 

The numerical model was also used to verify the influence of a network of drains on 
regional groundwater flow. Resulting flownets illustrate the influence of regional 
horizontal gradients, recharge, thickness of the aquifer, and drain depth on the amount 
of water collected. For homogeneous and isotropic systems, the influence of the drains 
can be observed deep inside the flow field. 

Numerical simulations were performed for cases of anisotropy in the porous medium and 
for cases having a less permeable layer of varying depth, thickness, and relative 
hydraulic conductivity. These results show that anisotropy and heterogeneity can affect 
significantly the performance of a given drain system design. 

Both systems under study (single drain and regional) are useful to evaluate the role of 
tile drains as leachate and groundwater collectors. 
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Title : An Investigation Into The Redox Conditions Of A Landfill 

Leachate Plume Containing Volatile Organics, Gloucester, Ontario 

Abstract : 

Recent research has indicated that the rate of degradation of volatile organic compounds 
in ground water is dependent on the existing redox conditions. In general, aromatic 
compounds degrade most quickly under aerobic conditions while aliphatic compounds are 
most quickly degraded under anaerobic conditions. A detailed redox survey was carried 
out at the Gloucester Landfill site, Gloucester, Ontario, in 1985, to establish the 
redox conditions within a contaminant plume containing volatile organics. The redox 
conditions at 129 sampling points throughout the plume were characterised three ways: 
(1) EH measurements were made using a platinum electrode connected to a flow cell. PH 
and temperature probes were also connected to the flow cell so that all three field 
measurements could be recorded at the same time; (2) dissolved oxygen measurements were 
carried out with a second, independent, flow cell; (3) field and laboratory 
measurements of sulfate and sulfide concentrations in the ground water were carried out. 
These values were used to calculate a Nernstian "pe" for each sampling location. A 
concurrent study into the distribution of volatile organics on the site provided the 
contaminant data . 

EH measurements made with a platinum electrode were found to be very imprecise. It is 
recommended that in future studies they be used only as a reconnaissance tool. 
Dissolved oxygen measurements and "pe" calculations were found to best delineate aerobic 
and reducing environments, respectively. 

The possibility that redox controlled chemical and/or biologically mediated 
transformations are taking place at the site will be addressed by identifying possible 
parent and daughter compounds and examining their distributions within the reducing and 
oxidizing environments. 
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Title ; Effects of Increasing Amounts of Non-Polar Organic Liquids in Domestic 

Waste Leachate on the Hydraulic Conductivity of Clay Liners in Southwestern 
Ontario. 

Abstract ; 

Organic liquids, less polar than water, are capable of producing dramatic changes in the 
structure of clayey soils and their hydraulic conductivity. Double layer theory is 
adequate to explain the behaviour of pure liquid-clay mixtures, however, it fails to 
account for the behaviour of water-compacted clays sequentially permeated by water and 
organic liquids. The "hydrophobic'' nature of non-polar liquids such as cyclohexane and 
benzene, restricts their flow to larger channels through the pore system, resulting in 
decreases in k and with little effect on the double layers of water. The values of 
k seem to be dependent on the hydraulic gradient applied (non-Darcian behaviour) and 
threshold gradients may be measured below which breakthrough a flow do not occur. 
Viscosity plays an important role on the behaviour of water-soluble permeants such as 
ethanol and dioxane, producing an initial decrease followed by gradual increases in 
k to equilibrium values that are practically independent of the hydraulic gradient 
used. 

The addition of organic liquids induced rapid flocculation of the otherwise stable 
suspended matter in domestic waste leachate, the rate of flocculation being more 
pronounced with increasing abundance of organic liquids. Inorganic salts also 
precipitated resulting in a decrease in salinity of the clear leachate phase. The 
physical location of the floccs (as floaters or sinkers) depends on the amount and type 
of organic liquid added. 

Preliminary testing on water-compacted brown Sarnia soil using the clear phase of 
domestic leachate containing up to 45% ethanol and 5% benzene has yielded no significant 
increases in k. Furthermore, leachate spiked with 20% ethanol produced a decrease 
in k that is believed to be due to its higher viscosity. 

Solubility limits mean that large amounts of most non-polar organics will generally 
produce two liquid phases. Additional testing will be presented showing the results of 
k testing at high and low organic contents. Special tests using non-polar but 
totally water-soluble dioxane will also be presented. 
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Title: Assessment of Contaminant Migration from Industrial Sources 
Dicharging to the Welland River 

Abstract : 

A team of 3 chemists, 3 aquatic toxicologists, 2 genetic toxic ologists, 3 environmental 
studies scientists, 2 field workers and 1 project coordinator collected and tested 
samples from the Welland River below major industries. The impact which these effluents 
had on the first, invertebrates and aquatic vegetation of the Welland River was 
described in terms of four biological zones: 1) Impact zone, 2) Primary Recovery zone, 
3) Secondary Recovery zone and 4) Tertiary Recovery zone. 

Chemical analyses of the effluents and the receiving waters and their sediments was 
correlated with the zonation pattern described above. In general, the larger the area 
of the impact zone the more toxic the effluent. Chromo toxicity and Ames testing of the 
effluent and sediments of each source was also conducted. Preliminary chemical analyses 
confirmed a definite relationship between contaminant levels and the effects on the 
Welland River biota. 

Continuous specific conductivity tests of the effluents form selected industries 
revealed with sporadic discharges (shock loads) of electrolytes were entering the 
Welland River. When the biotoxicity testing was performed using effluent discharged 
during these shock loading events the biotoxicity was far higher than when effluent 
displaying background conductivity levels was used. When thee data were provided to one 
of the industries in this study a cooperative program was established. In this case the 
industry actively solicited the cooperation of our investigative team in pin-pointing 
the source of its shock load discharges. The source as traced to their Vacuum Oxygen 
Refining System which has now been renovated to prevent shock loading to the River. 
This work has established the precedent for cooperative toxicological research between 
industries on the Welland River and our investigative team at Brock University. 
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Title ; Evaluation of Contaminant Velocity Groundwater in 
Low-Permeability Fracture Shale. 

Abstract t 

This study, which began in August 1985, focuses on methods for determination of velocity 
and, to a lesser degree, dispersion in fractured shale. Emphasis is placed on bedrock 
shale in the Burlington-Oakville region. Shale in this region is important because it 
occurs at or very near ground surface in many areas where landf illing or industrial 
activities take place. The shale is not very permeable but nevertheless groundwater 
velocity can be relatively high in some zones. This study involves detailed field tests 
at a field site in Oakville (a second field site may be selected in the second year of 
this project). Field results are being used to develop improved modeling approaches for 
flow and contaminant migration in the shale. At the field site cored boreholes have 
been drilled, specific zones of fractures have been identified and hydraulic testing 
using two types of borehole packer equipment have been identified and hydraulic testing 
using two types of borehole packer equipment have been performed. Larger scale tests to 
determine the hydraulic continuity of fracture zones are in the planning stage. 
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Title ; Geomechanical Investigation of Near-Surface Fractures in Clay Tills: 
Part 2: Laboratory Investigation of Strength and Mineralogy 

Abstract : 

Three sites were chosen across southwestern Ontario for the purpose of studying the 
characteristics of the near-surface weathered and unweathered zone in the clays and clay 
tills. In an attempt to determine the regional characteristics of these altered 
sediments/ the sites were selected as to represent three distinct geomorphological areas 
found across southwestern Ontario: 1) the Nanticoke site located in the varved 
lacustrine Haldimand clays, 2) the London site located on Port Stanley till, 3) the 
Essex site located on the "water- la id" tills of the St. Clair clay plains region. 

The first part of this study dealt with the fracture patterns and fracture-forming 
mechanisms observed at each site. This laboratory portion of the study has made use of 
4 inch diameter Shelby tube samples collected from the weathered and unweathered zones. 
Standard geotechnical characterization tests were performed such as grain-size analysis, 
Atterberg limits and oedoraeter consolidation tests. A series of multi-stage, 
consolidated-undrained triaxial tests were also performed to determine differences in 
stress-strain behaviour between the weathered and unweathered sediments, as well as the 
lacustrine clay and till deposits. Tensile strength tests using laboratory hydraulic 
fracture were also attempted on the intact and fractured clay samples to complete their 
geomechanical characterization. 

The mineralogy of the weathered and unweathered zones, as well as the fracture infilling 
material, were determined using standard X-ray diffraction techniques. 

This paper concludes with a discussion on the laboratory strength and mineralogy of the 
near-surface clays and clay tills found in southwestern Ontario and how these 
characteristics have been altered through the weathering process. The implication of 
these changes upon the siting, construction and long-term behaviour of waste management 
facilities located on clay deposits are examined. 
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Title: Origins of Elevated Chloride Concentrations in Groundwater Systems 

Abstract : 

Shallow aquifer systems in southern Ontario frequently exhibit elevated chloride 
concentrations that locally exceed water quality guidelines. While in some cases the 
elevated chloride concentrations can be attributed to indigenous sediment sources/ more 
commonly they are introduced by external point and non-point sources of both natural and 
man-made origins. Natural origins primarily include formation waters resident in 
underlying Paleozoic sediments; manmade origins are numerous and include road de-icing 
chemicals, inorganic fertilizers, urban development/ landfills/ septic tanks, and animal 
f eedlots . 

At the University of Toronto/ hydrochemicl studies are in progress that aim to develop 
multi-parameter methods of identifying sources of groundwater contamination. Chemical 
parameters have included major ions (Ca, Mg, Na, K, CI, S0 4 , N0 3 and HC0 3 , minor ions 
(Br, I, and F), and over 20 trace metals. Tritium has been used locally. To date the 
study has focused on road de-icing chemicals, saline bedrock waters, fertilizers and 
urban development as the primary external sources of the chloride enrichment. A total 
of 110 domestic well water samples, 40 contaminant samples and 70 interstitial water 
samples have been collected and analyzed. 

Much of the completed work has been aimed at determining the natural background levels 
of major, minor and trace chemical constituents in naturally evolving uncontaminated 
groundwaters. In addition attempts have been made to characterize chemically the major 
sources of contamination in the area and, more importantly, to develop an understanding 
as to how the chemical characteristics of the contaminants are modified during transport 
through the shallow sub-surface. In general, the minor inorganic anions (I, Br and F) 
have provided to be the most reliable indicators of chloride origin, being particularly 
effective at distinguishing between bedrock and road de-icing chemicals as sources of 
saline wter. Although relatively few of the trace metals have shown anomalously high 
concentrations in the chloride enriched groundwaters, there are strong indications that 
A1, Ni, Ba, Cu, Zn and Pb may prove beneficial indicators of contaminant origin in 
specific situations. 



- 70 - 



SESSION D 
ANALYTICAL METHODS 



- 71 - 

ABSTRACT FORM 



Author : j.b. French 



Address : Institute for Aerospace Studies/ University of Toronto 

Phone (416) 667-7780 

Co-Authors : 



Topic Area : Air | |, Water | |, Waste | |, Analytical |x| 

Environmental Economics | | 
Do you prefer presenting: A paper |x|, a poster session | I 



Title ; Trends in Multielement Analysis: 

The Role of ICP/MS in Environmental Applications 

Abstract : 

This review paper assesses the trends in multielement analysis in major environmental 
laboratories, in terms of the forces shaping these trends and the evolving 
instrumentation capabilities. Legislation and legal requirements, public awareness, and 
industrial monitoring requirements are all seen as increasing the need for ( 1 ) 
multielement trace component analysis at ever-decreasing concentrations (2) capability 
of handling large increases in the number of determinations per day in the most 
cost-effective manner possible (3) unimpeachable, legally defensible data. The present 
capabilities of x-ray dif fractometers, flame and furnace atomic absorption 
spectrometers, and plasma atomic emission spectrometers are reviewed and compared to the 
capabilities of the newer induction coupled plasma/mass spectrometers (ICP/MS). 
Stability, precision and sample matrix effects are also reviewed in terms of proven and 
emerging capabilities. 

ICP/MS instruments are seen to combine in one instrument parts per billion detector 
limits with large sample volume throughput and trace multielement capabilities. 
Additionally, results are reviewed which show that they can usefully determine isotopic 
ratios, and the future importance of this dimension to environmental work is discussed. 
Examples of application to environmental studies of river water, continental aquifers, 
estuarial samples, acid rain effects and lead pollution are reviewed. The tend toward 
more versatility in sample pretreatment and introduction methodologies is discussed 
together with the implications for better environmental sample handling and 
utilization. 
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Title : Detection of Hydroxylated Nitro-Polynuclear Aromatic Hydrocarbons and 
Ketones in an Ambient Air Particulate Extract Using Bioassay-Directed 
Fractionation . 

Abstract t 

The identification of hydroxylated nitro-polynuclear aromatic hydrocarbons (OH-NO2-PAHS) 
and hydroxylated nitro-polynuclear aromatic ketones (0H-N0 2 -PAKs) in an ambient air 
particulate extract by electron impact (EI) and negative chemical ionization (NCI) high 
resolution gas chromatography /mass spectrometry (HRGC/MS) analyses is presented here. 
Bioassay-directed fractionation through three sequential separations led to detection of 
these OH-N0 2 -PAH8/PAKs in a highly mutagenic and substantially simplified subtraction of 
the extract. The compound class identification was based on comparison of both EI and 
NCI mass spectra of reference OH-N02 - pyrenes. The HRGC/MS retention values for nine 
OH-N0 2 -pyrene isomers indicated that one of the compounds detected may be an 
OH-N02~fluoranthene isomer. Quantification of this compound class by NCI HRGC/MS, 
on-column injection, full scan acquisition is demonstrated with sensitivity to 0.5 
ng/ml. 
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Title ; Direct Solid Sample Analysis with the Direct Sample 
Insertion Device/ Promise and Problems 

Abstract : 

The spectrometer and data acquisition requirements for solid sample analysis with the 
direct sample insertion device (DSID) will be discussed with respect to speed and 
background correction. The DSID requires a multichannel spectrometer for multielement 
analysis, however the rapid spectral background correction requirements drastically 
limit the selection of both the wavelength correction scheme and manufacturer. The 
results of preliminary work in our and other laboratories will be presented. 
Investigations of marine sediment samples have demonstrated detection limits which are 
sufficiently low to permit the detection of some elements at the sub ug/g level. The 
reproducibility of the signal for the marine sediments is poor and is suspected to be 
due to the inhomogeneity of the sample and the small sample size (2 mg) . Other 
laboratories have succeeded in obtaining reproducible signals from larger samples 
(10 mg) of graphite, silicon dioxide and aluminum oxide based standards. Common linear 
calibration curves have been obtained for these standards. The use of other sample 
supports such as metal cups will be discussed as well as the use of Oxygen - Argon 
mixtures and halogen mixtures. The potential as well as the application of fluxes will 
be demonstrated for the generation of conditions suitable for sample breakdown. 
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Title : Screening Methods for Air and Water Samples: Application of Inductively 
Coupled Plasma Mass Spectrometry (ICP/MS) to Elemental Analysis 

Abstract i 

Re Filament and graphite boat volatilizers (electrothermal vaporizers-ETV's) have been 
evaluated as sample introduction devices for ICP/MS. The elements studied to date 
include Cu, Cd, Ni, Fe, Pb, V, Sn, Au, P and Se. The Re filament can be used for the 
more volatile elements but elements such as V, Sn, P and Se are better handled using the 
graphite boat. Typical operational parameters for the Re filament are as follows: Ar 
flow 4.0 1/min, max T 1900°C, incident power to plasma 1.25 kW, sample size 2-5 L. The 
graphite boat can be used to about 2500°C. Calibration is by the method of standard 
additions. Both devices give up to 80% transport efficiency when a 5 to 10 ml volume 
exists in the glass dome above the filament (to allow aerosol condensation into 
microparticulate before it reaches the glass or tubing surface) . Tangential Ar gas 
introduction is also used to aid minimization of aerosol interaction with ETV surfaces. 

Detection limits using ETV sample introduction are up to 1.5 order of magnitude superior 
to those obtained on the same ICP/MS when cross flow nebulization is used. Ionization 
supression interference were minimized through ashing programs Mass spectral overlap was 
a problem when large amounts of Zn 64 was present with Cu and Cu 65 . 

ICP source mass spectrometry has undergone preliminary investigation as a new mass 
specrometric detector for chromatography. The compounds separated by gas chromatography 
and detected were Me3SnPe, Me2SnPe2 and MeSnPe3. Introduction of O2 into the gas flow 
from the GC was essential to prevent graphite build up in the torch. The use of O2 also 
improves detection limits by 3 orders of magnitude. 
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Title : Development of Selenium Analysis Methodology at Ng/L 

Levels for Soft Waters Subject to Acidic Precipitation 

Abstract : 

Our studies of nutritional factors important in controlling the composition of 
phytoplankton populations have indicated that some phytoplankton species in sof twater 
lakes subjected to acidic precipitation require the element selenium for growth. Some 
of these phytop lank tons produce undesirable blooms. The levels of selenium required by 
these species is low. However, the meagre data available on Se concentrations in 
softwater lakes indicate that Se levels may be low enough to limit the growth of some 
phytoplankton, and that Se inputs from acidic precipitation, a known source of Se, may 
affect the composition of these communities. Because of the dearth of data on Se 
levels, it was decided to apply a sensitive method to analysis of this element in soft 
waters. In addition the known effects of Se in ameliorating some of the toxic effects of 
Hg suggest that Se may be important in soft waters for other reasons. 

Atomic absorption methods as conventionally applied yield a detection limit in the ug/L 
range. This is inadequate for the studying the levels normally encountered in softwater 
lakes. A gas chromatographic method was applied and allowed detection at the low ng/L 
level. Several new features of this method have not been used previously in analysis of 
Se in natural waters. These include application of capillary chromatography to analysis 
of the piaselenol derivative (of 4-nitro-o-phenylenediamine) in soft waters, and a 
single flask derivatization procedure which considerably reduces handling and potential 
contamination. Retention time of the piaselenol peak was about 1.8 min with total 
analysis time of 5 min, at an operating temperature of 250°C. Preliminary data indicate 
that Se concentrations vary with season and depth and are typically less than 1 ug/L in 
softwater lakes. The method can also be used to study the distribution among the 
various species (Se-IV, Se-VI and organoselenium) . 
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Title : Evaluation and Optimization of a T.O.C. 

Analyzer Utilizing U.V. - Persulphate Digestion 

Abstract : 

A series of tests were designed to evaluate the performance of a commercial total 
organic carbon analyzer which utilizes an automated UV-persulphate digestion. Initial 
tests explored the sensitivity, precision and accuracy of the machine. A practical 
lower limit of detection was approximately 0.5 mg C/L» One problem identified was the 
inability of the machine software to incorporate more than one calibration standard. As 
a result, some non-linearity was observed at the extremes of the calibration range. 

Synthetic samples were prepared which incorporated a range of organic and inorganic 
carbon concentrations. These samples were analyzed in a double, blind test in 
comparison with traditional O.M.E. furnace techniques. The results of these tests 
indicate that, in general, U.V.-persulpahate digestion is capable of complete digestion 
and recovery of organic carbon. No systematic bias was found even in highly refractory 
samples such as isonicotinic acid. Paired "t-tests" between the two analytical methods 
revealed no significant differences between means. 

The last phase of the study involved the comparison of various carbon fractions as 
measured with this technique with traditional determinations of organic content such as 
biological oxygen demand (BOD) and chemical oxygen demand (COD). Results of this phase 
of the study were variable. In some situations there was a good correlation between BOD 
and either total carbon or organic carbon but in most cases, the correlations were poor. 
As expected there was no correlation between inorganic fractions of carbon and oxygen 
demand. The results suggest that in some cases this instrument could be used as a fast 
screen for oxygen demanding wastes but further study is required to define the matrices 
for which the method is most applicable* 
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Title: 



Abstract : 



Development of an Ultrasonic Nebulizer for Stable and Reproductive 
Production of Aerosols for Atomic Spectrometric Analysis 



The object of this work is to determine the feasibility of the construction and 
utilization of a relatively inexpensive but reliable ultrasonic nebulization system. 
The device should be applicable to the trace element analysis of environmental samples. 
The starting point for the investigation was a commercially available ($100) 
transducer/power supply used in a humidifier system. To date the majority of the 
research has involved design, modification and subsequent evaluations of suitable spray 
chamber-desolution atomizer equipment. Additionally modifications were found to be 
essential in the transducer power supply and housing systems. Research is now centering 
on methods of coating the transducer (as opposed to the usual and unreliable quartz 
plate bonded system) to obtained reproducible and reliable substrate form which to 
generate the sample aerosol. No useful quantitative results have yet been obtained. 
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Title i Development of Recombinant DNA Probes to Determine the Origin of Fecal 
Streptococci at the Toronto Area Beaches 

Abstract : 

Total cellular DNA from fecal Streptococci from goose, human and gull origin were 
digested with restriction endonucleases. The digestion patterns were grouped into 
families by visual inspection for commonality. An isolate from goose feces was chosen 
as a candidate for preparing the goose probe because this "family" included both 
sediment and fecal isolates. 

The total cellular DNA was digested with the restriction endonuclease Bam HI and 
inserted into the Bam HI site of the cloning vector pUC 9. The colonies of Ej_ coli 
which had been transformed by a recombinant plasmid were screened for plasmid content. 
The plasmids were digested with Bam HI and elecrophoresed in agarose gels. The DNA was 
transferred to millipore membranes and probed with 32P-labeled total cellular DNA from 
Streptococcus faecalis var liquefaciens of human origin. An insert of 6.6 Kb which did 
not hybridize to the probe was chosen as a candidate for the goose streptococcal DNA 
probe. This plasmid ws radiolabeled with 32P and used to analyze the total cellular DNA 
of fecal Streptococci of goose, human and gull origin. The probe hybridized to the 
"family" of goose fecal DNA from which it was derived and not the human fecal 
streptococcal DNA of non-lab workers. In addition only one of twenty (1/20) gull 
isolates reacted positively. 

In a similar manner a probe for human fecal streptococcal DNA was generated from 
Streptococcus faecalis var liquefaciens of human origin and candidate recombinant 
plasmids were selected by their inability to hyrbidize with the total cellular DNA of 
Streptococcus var liquefaciens of gull origin. A plasmid with an insert of 2.0Kb was 
found to react with four of twenty (4/20) fecal streptococcal DNA of human origin but 
not with any of goose or full origin. 
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Title : Plant Bioassays for the Detection of Environmental Mutagens 

Abstract ; 

It is well established that higher plants provide valuable assay systems for screening 
and monitoring environmental chemicals (de Serres 1978; Grant 1978; Nilan 1978), this 
project "Plant Bioassays for the Detection of Chemical Mutagens" was initiated in order 
to have a different relatively inexpensive mutagen assay system (using higher plants) 
which would provide a measurement of mutagenic toxicity in assay systems not being 
carried out by the Ontario Ministry of the Environment. This study involves the use of 
two higher plants, namely, Tradescantia and Barley ( Hordeum vulgare ). Each plant has 
two different assay systems. The two Trandescantia assay systems are: (1) the Stamen 
Hair Assay for the detection of gene mutations, and (2) the Micronucleus Test for the 
detection chromosomal aberrations. The two assay systems in barley are: (1) the Root 
Tip Chromosomal Aberration Assay and (2) the Chlorophyll Mutation Assay. Ethyl 
methanesulfonate (EMS) is being used as positive control. Tests are being completed on 
three herbicides, namely, alachlor (Lasso), atrazine, and metolachlor. Preliminary 
results indicate all three herbicides give a positive response in these plant assays. 
The herbicide atrazine is strongly mutagenic. The number of mutations from a dose of 50 
ppm exceeded the number produced by a 250 ppm dose of EMS used as a positive control. 
Metolachlor also is mutagenic with the number of mutagenic events from a 240 ppm 
treatment exceeding the equivalent of 250 ppm EMS. In the stamen hair assay, the 
mutagenicity of Lasso was not significantly different from the control, however, Lasso 
caused a high percentage of chromosome aberrations in the micronucleus assay which was 
double those resulting from a 500 EMS treatment. Lasso also induced fragments in the 
barley chromosome aberration assay. From the chromosomal data. Lasso is considered to 
be a strong clastogen. The results to date indicate that higher plant assays are highly 
suitable for testing for the mutagenicity of environmental chemicals from air, soil and 
water habitats. 
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Title: A Biological Indicator System to Identify Genotoxicity 
of In-Place Pollutants 

Abstract : 

Morphological abnormalities are often observed in chironomid larvae collected from areas 
of industrial or agricultural pollution, and have been reported to be more common in 
these areas than in unpolluted sites. Such observations suggest that chironomid larvae 
could be useful as indicators of genotoxicity in sediments. However, field studies have 
not demonstrated correlations between deformity incidence and levels of particular 
pollutants. 

A laboratory study was undertaken to determine whether mouth part abnormalities similar 
to those observed in the field could be induced by a known genotoxicant, ethyl methane 
sulfonate (EMS), either in exposed chironomids or in their unexposed offspring. 

Abnormal development of the hypostomial plate was induced by chronic embryo- larval 
treatment with EMS at a nominal exposure level of 240 mg/L, approximately 80% of the 
chronic LC50 concentration. At this exposure level the deformity incidence (46-50%) was 
more than doubled relative to controls. Non-significant elevation of deformity 
incidence was observed at 75 and 100 mg/L, in proportion to the exposure level. 

Emergence and reproduction of adults was severely inhibited by EMS embryo- larval 
exposure levels of 75 and 100 mg/L. At these concentrations few viable adults emerged, 
and matings between treated males and untreated females produced inviable eggs. Either 
male infertility or embryonic expression of induced dominant lethal mutations could be 
responsible. 

Emergence and reproduction were apparently normal following embryo- larval exposure to 50 
mg/L. However, the incidence of hypostomial deformities in untreated F^ offspring was 
increased relative to the exposed parents and relative to concurrent control cultures. 
This result was based on a single F 1 culture and was not statistically significant. 

The incidence of hypostomial deformities in control larvae was variable (5 to 21%) and 
higher than typically observed in larvae collected from unpolluted field locations. 
Possible factors contributing to control deformities include physical abrasion of early 
instar mouthparts, and inbreeding of laboratory cultures. An inbreeding effect was 
suggested by an increase in control deformity levels over three successive generations. 
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Title t Freshwater Clams as Monitors of Variation in Environmental Acidity 
and Trace Metal Levels. 

Abstract t 

Freshwater clams are commonly used to biologically monitor contaminant levels in aquatic 
environments. In areas affected by acid rain, trace metal availability to aquatic 
organisms is enhanced. To help determine the heritability of trace metal uptake rates 
into clam tissues, we conducted a 3-way reciprocal transplant experiment in 
south- central Ontario using the unionid clam Elliptio complanata and 3 lakes which 
represent the "degree of acidification" gradient. The effects of transplant source and 
destination on uptake rates are discussed. Size- and age-specific patterns of trace 
metal uptake were investigated in these same clams. Irrespective of age, higher levels 
of Cd and Cu relative to Zn and Mn were found in clams from the more acidic environment. 
Clam size was generally a good predictor of tissue metal levels suggesting that longterm 
clam biomonitoring studies should control for size variability. 

Although clam tissues are a useful monitor of short-term fluctuations in aquatic 
contaminant levels, clam shells can be used as indicators of longterm water quality 
patterns (individual clams can live up to 20 years). Researchers have speculated that 
small thin shelled clams are characteristic of an environment affected by acidification, 
since shells are primarily composed of Ca and Ca availability may be low in low 
alkalinity environments. We examined this theory by sampling E_. complanata from 4 small 
lakes of varying alkalinity in south-central Ontario. We determined that most of the 
differences in shell size and shape were a function of within- lake variation in water 
turbulence. Therefore the use of shell morphology as a long-term predictor of 
acidification requires careful consideration of within- lake variability in shell form. 

We are using a newly developed image analyser process which is coupled to a 
micro- computer based digitizer system to investigate patterns of shell erosion which 
have previously been attributed to increasing acidification. Variability in water 
turbulence appears to be an equally, if not more, important factor. 
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Title: 



Abstract : 



Analysis of Dioxins and Furans in Fish and Other Biota 



The method currently used by the Ontario Ministry of the Environment for the analysis of 
polychlorinated dibenzo-p- dioxins (PCDD) and dibenzofurans (PCDF) in fish is based on 
the Dow Chemical cleanup procedure. This method is time consuming and ineffective when 
high levels of PCB are present. Simultaneous determination of other environmental 
pollutants such as PCB, PAH, and chlorinated pesticides is not possible because of 
improper fractionation or poor recoveries. A new procedure has been developed in which 
the multi-step open column chromatographic cleanup devised by Dow is replaced by a 
two-step HPLC fractionation. 

Fish tissue is digested overnight in concentrated hydrochloric acid and the organic 
compounds are then extracted with hexane. The organic extract is passed through a 
sodium sulphate/silica gel column to remove traces of water and lipid material. The 
resulting extract is then concentrated prior to HPLC fractionation. 

Normal phase HPLC using a semi-preparative scale silica column and binary solvent system 
is used to isolate the PCDD and PCDF from the bulk of the complex organic matrix. 
Aliphatic hydrocarbons, substituted benzenes, some chlorinated pesticides, three-ring 
and larger PAH, and polar compounds such as phthalate esters can be fractionated and 
collected for subsequent analysis. The PCDD and PCDF are eluted along with PCB, 
chlorinated pesticides, and some substituted naphthalenes. A second step HPLC 
fractionation is then employed to isolate the PCDD and PCDF from the compounds 
interfering with their analysis. This separation is carried out using reverse phase 
HPLC with a C-18 column. 

The two-step HPLC fractionation procedure is capable of efficiently removing PCB 
interferences form PCDD and PCDF even when the levels of the former are greater than 
100,000 times that of the latter compounds. In addition, by collecting fractions in 
both the normal and reverse phase separations it is possible to simultaneously determine 
a wide range of target compounds from a single fish sample. 
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Title : Development of A Cos t-Ef feet ive Protocol for Routine Analysis of Trace 
Organic Contaminants in Municipal WPCP Raw Sewage and Final Effluent. 

Abstract ; 

Further development and improvement of a highly efficient protocol for the detection of 
trace organics in municipal sewage and final effluent based on the simultaneous in-situ 
acetylation and extraction is presented. This method provides better sensitivity, 
allows greater sample throughput and reduces the cost of analysis. 

The extraction performance originally based on a target list of chemical parameters 
chosen to represent various classes of compounds was expanded to include most of the EPA 
priority pollutants using organic-free water, WPCP raw sewage and final effluent as test 
substrates. The recovery parameters and their corresponding coefficients of variation 
prove that the overall protocol is comparable, or in some cases, better than the EPA 
method 625 for priority pollutant analysis. 

Sample analyses were performed on a Hewlett-Packard 5890A Gas Chromatograph coupled with 
a Mass Selective Detector. Sufficient sample throughput has been achieved through 
automation of the GC/MSD system and its highly flexible data system. Customized 
menu-driven software was developed to improve the autosequencing flexibility in sample 
processing and interpretation, to allow generation of customized reports and implement 
error checking and quality control routines in the processing. 
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Title: Application of Gas Chromatography with Helium Microwave Plasma 
Detection to the Rapid Screening of Chemical Wastes 

Abstract ; 

The element specific Helium Microwave Plasma Emission Detector (MED) designed and 
fabricated by Barringer will be described in this paper. The MED is capable of 

simultaneously monitoring a pre-selected group of elements such as C, Br, CI, F, P and S 
on a low picogram detection level. 

The detection system is based on a nine-channel polychromator monitoring the emission 
from a helium microwave plasma maintained in the Beenakker-type cavity. A gas control 
unit provided interfacing of the plasma to a Hewlett-Packard 5730 series gas 
chromatograph. Simultaneous multi-element determination of C, P, Hg, Br, CI, S and F is 
achieved with the spectrometer based on a half meter radius concave holographic grating 
(1180 lines/mm) in a Rowland mounting. The plasma is viewed axially from the open end 
of the quartz discharge tube. The spectral range from 190 to 800 nm is covered in the 
first order. Wavelength modulation for background correction is achieved by means of a 
chopper disc and dual entrance slit. An inert "valveless" GC to cavity interface 
permits venting of the solvent while passing subsequent GC effluent to the cavity. A 
gas control unit contains the elements necessary to control the gas flow through the 
interface (including scavenger gas) as well as electronics to control the transfer line 
temperature. The interface is capable of supporting both packed column and capillary 
column chromatography. 

Measurements of emission intensity across the diameter of the discharge tube indicated 
that maximum emission intensity for all elements occurred near the central axis of he 
tube and this position was independent of plasma power and plasma support gas flow 
rates. Optimized operating conditions resulted in detection limits of between 1 and 30 
pg-sec~ 1 for the elements studied. Attempts to eliminate background levels of nitrogen 
and oxygen through special gas purification steps and modification to the discharge tube 
were only partially successful. 

The microwave emission plasma detector has successfully demonstrated the capability to 
be used as a fast screening technique for assessing compounds at trace levels in complex 
matrices. The intent of this study is to develop a rapid screening technique for target 
chemical species found in hazardous waste samples without an expensive and 
time-consuming sample clean-up prior to analysis. Only after this initial screening 
stage would more costly, high resolution (e.g. GC/MS or GC/ECD) analytical 
procedures/instrumentation be employed for samples with positive response to target 
chemical species. 
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Titles Development of Methods Suitable for Use in the Ames Salmonella Mutagenicity 
Assay for the Collection of Organics Present in Groundwater and Landfill 
Site Matrix Materials. 

Abstract t 

The objective of the study is to develop methods based on the Ames Salmonella 
mutagenicity assay to detect potentially harmful contamination of groundwater supplies 
by genotoxic substances leached from landfill sites. An initial literature review was 
performed to collect and define existing data available on contaminated 
groundwater/surface water associated with sanitary landfill and/or hazardous waste 
disposal operations. From this information a select list of chemicals (including 
suspected/known mutagens) was compiled which exhibit different functional group features 
as well as representing a wide range of chemical and physical properties. These 
chemicals are being used to develop and validate methods for the collection of organic 
concentrates from both groundwater and site matrix materials in order to provide 
material suitable for use in the Ames bioassay. The concentration methods are based on 
accumulator columns (resin adsorption), purging and solvent extraction techniques to 
determine the range of compounds that can be collected and establish their recovery 
limits. The organic compounds in the core matrix material (spiked) are being evaluated 
in terms of their leachability (aqueous, organic and total) compared to the total 
organic material in the core. 
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Title: 



Abstract t 



Synthesis of Oxygen and Sulphur Polynuclear Aromatic Hydrocarbons 
of Interest in Environmental Pollution 



Two novel approaches towards the syntheses of fur an and thiophene annelated polynuclear 
aromatic hydrocarbons (PAHs*) have been developed. One of these involve the use of 
cyclobutanones derived from thienyl ketene additions to olefins or aryl ketene additions 
to dihydrothiophenes or dihydrof urans . These cyclobutanones are subjected to selective 
ring opening and cyclization reactions by acid or base to give polycyclic ketones which 
are modified to the PAHs'. The second approach is the dehydration of thioformidyl aryl 
methanols under acidic conditions to give terminal PAH thiophenes. Details of both of 
these approaches will be discussed. 
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Title ; Development of a Robotic Workstation for the Routine Analysis of Organics 
in Biological Tissues using Acid Digestion and Solvent Extraction Method. 

Abstract : 

In recent years, laboratory robotic systems have been recognized as a cost-effective 
means of automating sample processing and reducing human exposure to hazardous 
chemicals. Automation of sample preparation procedures have also, in general, improved 
the reliability of the analytical methods and provided higher quality data. 

In this work, a Zymate Laboratory Robotic System has been used to develop a workstation 
for automated processing of fish tissue using an acid digestion and extraction method. 
Some of the main considerations addressed in this development include the following: 

i) Maximization of sample throughput 
ii) Comparison of accuracy and precision data using the manual 
and the automated procedures, 
iii) User/operator safety and ease of use. 
iv) Flexibility for modification of the developed program along 
with room for expansion. 

In our implementation of the extraction procedures, all sample preparation steps are 
performed by the robot in modules. Such operations include weighing, dispensing, acid 
digestion, extraction, centrifugation, dilution, drying, neutralization and 
calculation. 

An IBM compatible personal computer will be interfaced to the robot and its controller 
for sample input, data, calculation and sample management. Software will be developed 
to allow the operator greater control of the automated operation, and permit more 
sophisticated data processing then with only the Zymate Controller. This software will 
also provide an attractive menu-driven system for sample information, as well as 
capability for communication with other computers. More in-depth error checking and 
error recovery routines will also be investigated. 
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Title: 



Abstract: 



Separation and Identification of Organic Compounds in Extracts 
of Air Particulates by HPLC and GC/MS. 



The organic compounds in extracts of air particulate were separated into acidic, basic, 
and neutral fractions by solvent extraction. The neutral fraction consisted of a large 
number of aliphatic and aromatic compounds. The identification of aromatic compounds 
that co-eluted with other compounds was very difficult by gas chromatography alone. 
Semi -preparative high pressure liquid chromatography (HPLC) was used to separate 
aliphatic compounds into one fraction and the aromatic compounds in several subsequent 
fractions. The retention behaviour of aromatic compounds on normal phase columns in 
HPLC was found to be typical, where capacity factors increased with an increase in the 
number of rings and was not largely affected by the alkyl substitution or the position 
of alkyl substitution on a particular aromatic compound. High resolution gas 
chromatography and mass spectrometry (GC-MS) were used for compound identification. The 
advantages of acid-base extraction and high pressure liquid chromatography prior to 
GC-MS analysis are discussed in detail. 
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Title: Quantitative Determination of Selected PAH's by Shpol'skii 
and Jet- cooled Spectroscopy. 

Abstract : 

Shpol'skii Spectroscopy has been demonstrated to be a highly selective and sensitive 
technique in the detection and identification of polynuclear aromatic hydrocarbons 
(PAH's) in the environment. In this technique a highly dilute solution of the sample in 
a solvent/ such as n-octane/ is added to a cell and cooled to a temperature of about 
12K. The frozen matrix is illuminated with a laser and the resulting fluorescence is 
observed with a photomultiplier-monochromator combination. Two types of spectra are 
obtainable - a fluorescence spectrum in which the sample is illuminated at a fixed laser 
frequency whilst the fluorescence is scanned with a mono chroma tor , and an excitation 
spectrum in which the fluorescence is observed in a fixed wavelength interval whilst the 
excitation frequency provided by a turntable laser is scanned. This technique can be 
easily adapted to quantitative analysis/ because the peak heights of the quasi-lines 
generated by the Shpol'skii spectroscopic technique are proportional to the 
concentration of a given PAH provided that the signal does not saturate the 
photomultiplier and the laser intensity is not so high as to cause significant 
depletions of the ground state population. An additional requirement is that the 
concentrations used be low enough to minimize solute- solute interactions. Once a 
suitable quasi-line is selected, it is possible to obtain a calibration curve relating 
to the peak height normalised by the laser energy to the concentration of the PAH in a 
prepared solution in n-octane. In this paper results will be presented of the 
quantitative determination of benzo(a)pyrene in a number of environmental samples. 

A complementary technique is that of Jet-cooled Spectroscopy. Here the sample is heated 
in an oven to generate a usable vapour pressure of the PAH. This vapour is subsequently 
mixed with helium or argon and the mixture is expanded into a chamber maintained at a 
low pressure by fast pumping. The gaseous mixture enters this chamber in the form of a 
free or over-expanded jet that is cooled by the strong adiabatic expansion to cryogenci 
temperatures. For example, 50 or so nozzle diameters downstream of the nozzle a 
rotational temperature of approximately 5-7K is obtained. At such low temperatures only 
the lowest rotational levels of the lowest vibronic state are significantly populated, 
and the absorption spectrum is thereby greatly simplified. Excitation spectra obtained 
by this technique resemble those obtained by Shpol'skii spectroscopy, but are shifted 
relative to the other in wavelength. This shift arises form the fat that in a matrix 
there are strong interactions between the PAH and the solvent molecules/ whereas in a 
molecular jet beam the PAH molecules are virtually isolated. The proportionality between 
peak height and beam density under the same restrictions as discussed above permits the 
quantitative determination of PAH's. In this paper Jet-cooled spectra of selected PAH's 
will be presented as well as a progress report on the quantification of the beam 
technique . 
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Title: 



Abstract : 



New Synthetic Methodology for the Expedient Provision of 
Isomerically Pure PAH Analytical Standards. 



Recent work in our laboratories has been focused on the application of the directed 
ortho metalation reaction Scheme 1) for the synthesis of a variety of PAHs and 
aza-PAHs of environmental interest. The increasing need for rapid and efficient access 
to diverse PAHs for analytical standards and for carcinogenesis research provides the 
impetus for the continuation of our efforts in this area. Extension of the aromatic 
directed metalation strategy to the synthesis of previously inaccessible halo- and 
methyl-PAHs by using silicon protection tactics will be described. 

Accumulating evidence that the highly mutagenic nitro-PAHs are widely distributed in the 
environment has stimulated the application of methods discovered recently in our 
laboratories towards their synthesis. New syntheses of silylated PAHs (Scheme 2) 
and nitro-biphenyls (Scheme 3) will be presented and the evaluation of these 
compounds as precursors to nitro-PAHs will be reported. 
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Title: 



"The Environment of Economics - Past, Present and Future Roles of 
Economics in Environmental Management." 



Abstract i 

It is doubtful that there exists an area of public policy in which a clearer case can be 
made for the necessity of interdisciplinary approaches to problem analysis and policy 
design than the area of environmental quality management. Yet this case is regularly 
ignored on both sides of the line dividing economics from other relevant disciplines/ 
including the life, chemical/ and physical sciences/ other social sciences/ and certain 
of the humanities. There is fault enough on both sides of this situation. But the 
purpose of this paper is not to apportion blame; rather it is to catalog the 
contributions that economics/ in cooperation with other disciplines, can make to 
environmental policy. 

Those contributions may be subsumed within four broad areas: 

critically examining often conflicting claims about the need for any government 
policy (or conversely, about the desirability of "deregulation") 

- predicting the effects/ especially the indirect effects, of particular policy 
suggestions 

estimating the costs and benefits associated with particular policies — either 
before or after implementation — as an input to the decision process 

analyzing implementation problems, and designing positive and negative incentive 
systems/ and accompanying monitoring and enforcement activities. 

In the process of expanding on this catalog/ the paper will comment on the actual and 
potential interaction among the disciplines. 
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Title ; "Abatement Cost Functions - The Workhorse of Environmental Management" 

Abstract t 

Abatement cost functions are tables or algebraic statements which relate varying levels 
of pollutant treatment or reduction to the costs (in monetary terms) of achieving them. 
Abatement cost functions may be developed for a wide variety of control technologies, 
production processes, industrial establishments or for specific pollutants or 
contaminants. Abatement cost functions have been extremely useful tools for: 

1. assessing the costs and financial impacts of achieving specific emission 
objectives, 

2. determining the implications of different enforcement policies, 

3. predicting a firm's reaction to particular environmental objectives, 

4. developing cost-effective abatement programs, 

5. conducting benefit-cost analyses, 

6. evaluating abatement programs after they have been implemented. 

Methods for developing abatement cost functions will be critically reviewed. A computer 
program called the Waste Treatment Analysis Program (WATAP), developed by the Ministry 
to generate abatement cost estimates, will be highlighted. 

Examples of how abatement cost functions have been derived and applied in specific cases 
will then be presented. These case studies include nickel smelters, lime plants, and 
electric power plants in Ontario. 
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Title : "Measuring the Social Costs of Electrical Exports and Cost Recovery 
Opportunities of Environmental Protection at Ontario Hydro." 

Abstract t 

In its efforts to compensate for environmental impacts/ Ontario Hydro recovers social 
costs from electrical export sales as well as private costs from the sale of by-products 
from its operations. 

The National Energy Board (NEB) of Canada requires evidence in applications for 
electrical export licenses that the price charged would recover an appropriate share of 
the total cost incurred in Canada. Social costs that result from emissions from fossil 
fuel plants that can be attributed to exports are a component of the cost to Canada of 
electrical exports. 

It is a policy of Ontario Hydro to add a social cost surcharge to the price of 
electrical exports to the United States. 

Environmental effects on sensitive receptors in Canada (and estimates of their monetary 
value) that result from fossil fired air emissions were originally produced in 1974 and 
updated in 1980-81. For both these studies, consultants reviewed the literature on the 
effects of SO2 and particulate emissions on human health, building materials, textile 
products, water quality, vegetation, animals, and property values. Based on the 1980-81 
report updates, the social cost "adder" or surcharge was estimated to be $0.40/megawatt 
hour. 

Ontario Hydro has a commitment to the NEB to continuously review the social cost studies 
and periodically revise the social cost "adder". The literature was again reviewed in 
1984. This latest review updated the potential impacts on human health, aquatic and 
terrestrial ecosystems, structural materials, and property values. The estimated value 
of the social cost was similar to the 1980-81 values and suggests a value in the range 
of 0-$0 . 50/megawatt hour. 

The results of this recent literature review, the methodology for calculating social 
costs and the estimates of the values for the various sensitive receptors will be 
presented. 

In addition, Ontario Hydro recovers environmental protection costs by selling 
by-products such as fly ash, timber, isotopes and waste oils. 
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Title : "Quebec's Experience with the Economic Evaluation of Environmental 
Regulations - What Lessons have been Learned?" 

Abstract : 

The Government of Quebec introduced, in 1981, the requirement to evaluate the economic 
implications of new regulations of all kinds that may have an effect on industry. This 
requirement applies in particular to legislation of a social character and especially 
regulations having an impact on the environment. 

The implementation of this requirement continues to pose problems regarding methodology, 
organization, and at times, even problems of a purely technical nature. For example, 
these evaluations have, in many cases, strengthened the decision-making process. 

What has been the effect of economic evaluations in the development of regulations, 
their adoption and their environmental effectiveness? In what manner have these 
evaluations facilitated Government decision making in the area of environmental 
protection? What role should these evaluations have in the context of the present 
economic climate? 
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Title t "L' experience du Quebec en matidre devaluation Economique des 

regleraentations environnementales: Quelle le9on peut-on en tirer? 

Abstract t 

A l'instar d'autres entitEs gouvernementales, le gouvernement du QuEbec a introduit, en 
1981, l'obligation d'evaluer les implications economiques des nouvelles regleraentations 
qui ont des impacts sur les entreprises. Cette obligation a particulierement touche les 
legislations a caractere social et notamment les reglementations de nature 

environnemen tale . 

La realisation de ces evaluations a pose" et continue de poser des problemes 
methodologiques, organisationnels et souvent purement techniques. Par ailleurs, ces 
Evaluations ont dans plusieurs cas alimente" le processus dEcisionnel. 

Quelle a ete" la portee reelle de ces Evaluations sur la formulation des reglements, leur 
adoption et leur efficacitE environnementale? Dans quelle mesure ces Evaluations 
ont-elles fourni un meilleur Eclairage 3 la prise de decision gouvernementale en mati^re 
d'environnement? Quel role devraient jouer ces Evaluations dans le prEsent contexte 
Economique? 
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Title ; 3M*s Pollution Prevention Pays Program 

Abstract : 

This paper describes a program devised by the 3M Company to reduce or eliminate 
pollution in its operations and at the same time, improve the environment, conserve 
resources, improve technologies and reduce costs* 

It illustrates how corporate policy has helped shape the program and in addition, 
provides examples of how pollution elimination has been achieved through product 
reformulation, process modification, equipment redesign and productive use of waste 
materials • 

Finally, it describes the importance of 'communication' for maintaining a high profile 
for the program and as the essential ingredient for its success. 

A summary of 'results* is also provided. 
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Title ; "The Benefits of Reducing Lead in U.S. Drinking Water" 

Abstract ; 

The U.S. EPA has proposed to reduce the maximum contamination level (MCL) for lead in 
drinking water by 60%, from 50 ug/1 to 20 ug/1. To support this proposed rule, the 
Agency has undertaken a major study to determine (a) the current public exposure to lead 
in U.S. drinking water, (b) the adverse health effects associated with these levels, (c) 
the potential reductions in these adverse effects from this proposed rule, (d) other 
benefits associated with reducing lead in drinking water, and (e) the monetary value of 
these benefits. Data on the costs are available. 

Lead occurs in drinking water primarily as a corrosion by-product. Its main sources are 
the materials of the distribution and residential plumbing systems. While the presence 
of lead pipes is relatively restricted geographically, the use of lead solder is 
ubiquitous. The combination of copper pipes with lead solder found in most residences 
can result in high lead levels which exceed the current MCL, even with the use of fairly 
non-corrosive waters. Newly installed solder is extremely soluble, and new housing is 
at particular risk of high lead levels. We used a variety of public and private sources 
of data on the parameters of U.S. drinking water, combined with projections of 
residential construction, to determine the current public exposure to lead in public 
water supplies. 

Lead has long been known to cause a wide range of pathologic and physiological effects, 
ranging from subtle biochemical changes to severe retardation and even death, at very 
high levels. From among lead's many adverse health effects in children, we calculated 
the potential benefits of reducing the medical treatment costs to lower the body lead 
burden for children with elevated lead levels and developed two alternative methods for 
valuing cognitive damage resulting from lead exposure. In addition, we calculated the 
reduction in the number of children at risk from several other health effects as a 
result of this proposed rule, but without ascribing any monetary value to those 
benefits . 

Several recent articles have shown a continuous relationship between blood lead and 
blood pressure levels. To calculate the benefits of reduced lead exposure, we used 
logistic regression equations to predict how the proposed rule would affect blood 
pressure levels, and from that, estimated expected reductions in the numbers of 
hypertensives, heart attacks, strokes, and deaths. We used published materials on the 
medical cost of these events to monetize the benefits. We also discuss but ascribe no 
monetary value to some of lead's reproductive effects. 

Because lead is present in drinking water primarily as a corrosion by-product, corrosion 
control treatment is the preferred treatment for reducing it. The resultant reduction 
in corrosion damage will produce substantial materials benefits. 

The annual net value of the benefits of reducing lead in U.S. drinking waters is 
estimated to be about $800 million, for sample year 1988. 
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Title : Economic Effects of Reduced Forest Growth on the United States' 
Forest Economy and on Canadian-U.S. Lumber Trade 

Abstract : 

Several recent studies have reported both localized and region-wide decreases in the 
radial growth rates of several commercially important forest species in the eastern half 
of the United States. These observed reductions in tree growth rates may be related to 
increases in acid deposition and other man-made air pollutants over the last three 
decades. In the first part of this study, we review the evidence regarding these 
reductions in forest growth and, using economic theory, show how these physical changes 
can impact the production and purchasing decisions of buyers and sellers in timber and 
primary wood product markets. We then show how standard willingness-to-pay principles 
can be used to place monetary values on the physical damages caused by air pollution, 
due to these changes in the behaviour of economic agents in affected markets. In the 
second part of the study, we describe how this information about changes in tree growth 
can be used in conjunction with existing inventory projection and timber market models 
to simulate the potential economic effects of acid deposit ion /air pollution in the 
United States. Two sets of simulations are conducted. The first set assumes that air 
pollutants generated in the United States do not damage Canadian forests. The second 
set of simulations attempt to take into account the potential effects of reduced growth 
in Canadian forests due to air pollutants generated in the United States. These damages 
are simulated by increasing Canadian stumpage fees in the Canadian lumber supply 
functions contained in the timber market model used in the analysis. The final part of 
the study presents the results of the simulations, quantifying the potential economic 
effects of acid deposition in the United States and, to a limited extent, Canada. 
Specific attention is focused on the effects of different assumptions regarding the 
magnitude and geographic distribution of reduced tree growth on timber inventories, 
stumpage prices and harvest levels, lumber and plywood production and prices in the 
United States, and on Canadian lumber exports to the U.S. Estimates of the effects of 
reduced tree growth on the welfare of timber owners and the buyers and sellers of lumber 
and plywood in the United States are presented, along with information about changes in 
the welfare of lumber producers in Canada. These results suggest that if increases in 
Canadian stumpage fees (as a government response to transboundry pollution damage) are 
not too great, Canadian lumber producers and exporters may actually earn higher profits 
because of increased lumber demand from the United States. Finally, the study comments 
on the significance of these impacts vis-a-vis proposed emission reduction measures in 
the United States and suggests future directions for research. 
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This paper uses a cost-benefit framework to organize a discussion of the economics of 
the Grand Canal project. This scheme calls for the conversion of all or part of James 
Bay into a freshwater lake which would accumulate run-off from northern rivers in 
Ontario and Quebec. The water would be pumped south to the Great Lakes for consumption, 
export and stabilization of lake levels. 

The estimated costs and benefits are very crude. Nevertheless, the exercise has been 
useful in judging the feasibility of the project and in identifying issues of critical 
importance. On the basis of available information, the Grand Canal scheme seems to be 
quite unviable. Estimated net benefits are a small fraction of estimated costs, even 
before quantification of social and environmental costs and the opportunity cost of the 
water itself. To reverse this assessment would require clear identification of a large 
potential market for exported water and a well specified engineering plan to deliver the 
water at costs below those now contemplated. 

The cost-benefit framework proves useful in organizing our discussion and in emphasizing 
the importance of realistic estimates of potential markets. The techniques developed by 
cost-benefit analysts help to avoid the misuse of economic impact assessment and to 
avoiding excessive emphasis on the employment creation aspect of the scheme. 
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